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EBICSSON AT 85. 

The 85th anniversary of John Ericsson, the well- 
known inventor and mechanical engineer, was cele- 
brated in this city on the 31st of July. Mr. Ericsson is 
still vigorous and still resides where he has lived for 
over a generation, at No. 36 Beach Street. All the 
other handsome dwellings iu that vicinity were long 
ago given up to commercial uses ; but the old philoso- 
pher declines to vacate. Long may he continue to 
hold the fort. 

On the evening of the 31st ult., the venerable inven- 
tor was honored by a serenade by the United Scandi- 
navian Societies, when the beautiful national hymn of 
Sweden was sung, and other Swedish music rendered. 
A special messenger from the King of Sweden and Nor- 
way also called on Mr. Ericsson to offer royal congratu- 
lations. For several years past Mr. Ericsson has been 
quite a recluse. Although it is stated he is in good 
health, it is rare that any one is allowed to see the old 
man. His body guard. Corporal Taylor, and other 
sentinels, forbid all approach, by orders, they claim, 
from headquarters. 
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"INJUEIOUS INFLTJENCES OF CITY LIFE," 
So far as health is concerned, city life has its evils as 
well as its advantages. The experience of the civil 
war showed that farmers' sons cannot bear the fatigue 
of forced marches like city lads, and inferences have 
been drawn from this tending to belittle their powers 
that are scarcely warranted by the facts. City lads 
and men are used to much walking, many being on 
their feet all day, whereas, in the farming districts, it 
is the custom to "hitch up" if the errand is only a 
short one, and hence farmers are not up to walking. 
But one cannot live in the country, especially on a 
farm, without getting much exercise and development 
of the arms and the muscles of the upper part of body, 
while city lads get little or none. The medical reports 
of the war (Surgeon-General's Department) show that 
the farmers recovered from gunshot wounds quicker 
than those from big cities — their bodies being stronger 
and more generally developed. 

In a recent paper, W. B. Piatt, M.D., F.R.C.S. 
(English), declares that athletic exercise is essential to 
insure the health of city men. He finds these, as a rule, 
to be absolutely undeveloped above the waist. Their 
nervous system, he says, is injuriously affected by con- 
stant noise, and the brain and spinal cord jarred by 
continual treading on the stone and brick pavements. 
He says : " If there is one general physical difference 
between the country-bred and the city-bred man, it 
lies in the size and strength of the muscles of the 
shoulder and arm. It is almost impossible for a man 
to live in the country without using the arms far more 
than the city man. This use of the arms has, in both 
men and women, an important bearing on the general 
health, since it increases the capacity of the chest, and 
thereby the surface of living tissue where the blood is 
spread out in thin-walled vessels, through which the 
oxygen and carbonic acid easily pass in opposite direc- 
tions, serving thus the double purpose of feeding the 
body more abundantly and of removing a constantly 
accumulating waste product." 

——— ^ < ■ > » 

The Hnnian Conscience. 

Whether or no man's conscience inclines him to the 
right, that is to say, to that which biblical and civil 
laws concede to be just, is an interesting ethical ques- 
tion, and one on both sides of which much may be said. 
It is a frequent confession of the great Kant that the 
conscience of man and th^ stars of heaven above all else 
excite awe within him, inferring, as he does, that the 
human conscience tends naturally toward the good, 
i. e., what has been found to be, or at least appears to 
be, the best for society in general. 

Mr. Herbert Spencer, in a recent paper, takes issue 
with Kant in this. He says that in Kant's day there 
were not so many books of travel as now, not so many 
expert investigators abroad, and consequently not so 
much was known of savage tribes or half-civilized peo- 
ples, but that now the conscience of man, as inductively 
known, has none of that universality of presence and 
unity of nature which Kant's saying tacitly assumes. 
He quotes Sir John Lubbock in support of his position 
(" Origin of Civilization," pp. 404, 405) : " In fact, I be- 
lieve that the lower races of men may be said to be de- 
ficient in the idea of right. . . . That there should 
be any races of men so deficient in moral feeling was 
altogether opposed to the preconceived ideas with 
which I commenced the study of savage life, and I have 
arrived at the conviction by slo\V degrees, and even 
with reluctance." 

Mr. Spencer first quotes from the observations of 
travelers of known reliability to show that the savage 
conscience often holds as worthy of respect the expres- 
sion of those qualities which those of the higher civiliz- 
ation are taught to abhor. Then he shows that the 
savage is sometimes found practicing all the virtues ; 
and again, that so-called Christian peoples often thirst 
for blood, the stronger robbing the weak, the rich 
grinding the faces of the poor. In other words, he 
holds that the conscience is neither wholly good nor 
'Wholly bad, tending neither the one way nor the other. 



but adapting itself to circumstances and conditions. 
Kant believed the stellar universe to be evolved, and, 
from the meager evidence before him, attributed to the 
human conscience the same origin and the possession 
of a real nature. 



The Home of tbe Great Auk. 

That strange bird, the auk, who had an immense 
body with wings so puny they would not sufQoe to 
lift it from the ground, is now extinct, or rather it is 
believed to be, and all that remains to remind us of its 
one-time existence are its bones and some aged and ill- 
looking stuffed specimens or reproductions in the 
various museums ; the same being in no two cases alike, 
neither as to shape, arrangement of plumage, nor gen- 
eral expression, and so it is we get only a confused idea 
of how the bird really looked. Funk Island, an ex- 
posed rock, 33 miles northeast of Cape Freels, Nova 
Scotia, was once famous as the resort of the great auk. 
Here these curious birds gathered in multitudes, and, 
in the breeding season, the weather being clear — a rare 
condition be it said — were often seen from the open sea, 
standing in serried ranks, like line after line of an 
army drawn up in battle array ; tall, gaunt, silent. 

Last summer, Mr. Frederick Lucas visited this island, 
a boat being sent with him and some companions 
from the Fish Commission's schooner Grampus; the 
weather being selected with care and arrangements 
made to camp, for the island can only be approached 
or quitted under most favorable conditions, so ex- 
posed it is, with a heavy surf on its seaward face and 
threatening rocks and angry currents to leeward. The 
whole island was found to be strewn with the bones of 
these birds ; they had been slaughtered by the hun- 
dreds, perhaps by thousands, for they could neither 
fly nor fight, but only waddle slowly along whereso- 
ever they might be driven. An inclosure was found, 
built of stones — a sort of shambles into which they 
were evidently driven to be despoiled of their feathers, 
though it is certain they were sometimes driven aboard 
boats over planks laid from gunwale to shore. Over a 
hundred sets of bones were gathered, the crania of 
each specimen showing signs of fracture, as if they 
had been beaten about the head with clubs. 



Heatlne Buildings by Exbaust Steam. 

At a recent meeting of the New England Railway 
Club, John A. Coleman said : 

I have had a long experience in heating buildings by 
steam. When the matter of using exhaust steam was 
agitated, and most people were opposed to it, we took 
a number of mills, using then a 16 foot tubular boiler, 
and averaged a ton of coal a day. We heated the mill 
by using large pipes, having the circulation as straight 
as possible, open and free, with about two pounds back 
pressure on the engine, using no direct steam except in 
the morning in starting up and on Sundays. I had a 
similar experience in heating the building of the Provi- 
dence Tool Company during the war. The building 
was 70 feet wide by more than 300 feet long, the rooms 
with 15 foot studs, and large windows, in an exposed 
situation, then heated by small pipes all around the 
walls, and using about a ton of coal a day for the boiler. 
In reconstructing, we took out the small pipe, cut it up 
into coils, which we placed in the center of the build- 
ing, using a 6 inch pipe as the main artery through the 
building, and a 3 inch socket pipe for the condensed 
water, avoiding bends everywhere as much as possible. 
Result was that the building was overheated by using 
only exhaust steam, and about two pounds back pres- 
sure, and no extra coal was used for the fires. My idea 
in heating is to use large pipes, and carry a large body 
of steam to the point where you want to use it, and not 
strangle it on the way. 



< < ■ I » 



IVbat tbe Result will be. 

The Milling World thus soliloquizes on some of the 
wonderful projects of the period. When the Keely 
motor successfully motes, when a man serenely in at- 
mosphere floats, when Yankees are brought to the 
eating of oats, when motion perpetual shall be achieved, 
when cyclone pulverizing is proved and believed, and 
when grinding pneumatic is else than conceived, we 
shall look to see some inventor successfully utilizing 
the power of Niagara River at its exit from Lake Erie. 
Meanwhile said inventors are wilting their collars in 
struggling to acquire the prize of $100,000 advertised 
to be awarded by the International Fair, Buffalo, N. Y. 
. ^ > ■ > » — — - 

Port Huron, Mich., has a gas well that is six years 
old. The finders did not know what it was when they 
struck it. It was put down for oil, and, as the Times 
says, the objects for which the work was undertaken 
not having been reached, it was abandoned, and by 
some strange phase in this wide-awake community it 
is being forgotten. The site of the hole was originally 
a hollow basin. It is now a mound. The action of the 
gas through those years has forced over 500 tons of 
matter out of the bowels of the earth and is still at 
work. A power that might have been utilized in light- 
ing and heating our city is thus running to waste in 
building a miniature hilL 
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Straw Paper Ulaklne In Oermany. 

The process of making common yellow straw paper 
and straw pulp, although seemingly simple, requires 
exact knowledge and experience. The cheapness of 
the straw must not be exclusively considered, but the 
quality, as not only the quality of the paper, but the 
amount, depends upon it. Out of^ood, clean straw 80 
per cent of paper or pulp can be obtained, while a 
poorer grade will yield scarcely 60 per cent. The 
Papier Zeitung, in a recent number, describes the vari- 
ous processes which different German makers use, and 
we give the article in condensed form : Old factories 
cook the straw, uncut, in wooden stationary vats with- 
out pressure. The straw is put in by layers, well 
packed down and a sufficient amount of 10-15 per cent 
lime added, the lime being previously slaked and 
cleaned. The vat is then filled with water, covered, 
and steam applied, penetrating from below, which will 
cause the mass to boil in two or three hours. The boil- 
ing lasts four or five hours, and then the mass is allowed 
to cool slowly. It is then put in a hollander and 
washed out before the beating rolls are lowered and 
the grinding done. In larger and newer factories the 
straw is cut into short lengths before cooking, and a 
cylindrical or round pressure kettle is used for the 
latter process. Lime in the form of milk of lime is 
used and a steam pressure of four or five atmospheres 
is applied. The duration of the cooking varies from 
two to ten hours. In many factories the cooked straw 
is passed through the grinder before being put in the 
hollander, which crushes the knots in the stalks, but 
thff libers are hurt so that the paper made by this pro- 
cess has never the firmness and tenacity of that made 
in the wooden vats. The grinder makes air-dried pulp 
too greasy, so that it warps and cannot be used in 
bookbinding and cartoon making. Straw has fine, 
weak fibers, and they should be kept as long as possible. 
The best machine to produce flat-lying, smooth, firm 
pulp is a hollander, built in its several parts properly 
for this work, and the miller should understand the 
business. The best stuff and firm, knot-free paper can 
then be made in double quantities with the least power. 
It is highly requisite that the paper be well pressed 
and dried on the cylinders of the press and that the 
" overcloth " be neither too dry nor too damp. A clean 
cloth does not adhere to the paper. Lime or clay is 
often taken to saturate the cloth, but in using clay or 
china clay the starchy paste often mixes with the pulp. 
There is nothing better to make thin paper from weak, 
fibrous stuffs, like straw and wood pulps, than the 
usual paper machine, because the paper leaves the 
drying C3'linder with a dried surface and then it can be 
passed through the cutter by hand to the reeler or 
rolling machine. The side of the paper next the 
cylinder is smooth like glass, the reverse rough. The 
paper when very thin often is charged with electricity 
in the outer edges, so that it will not cut off both the 
circular knives, but this is afterward done by the cut- 
ting machine. The straw paper machine is not suit 
able for heavy paper of more than fifty grammes to the 
square meter. The long sieve machine is specially 
adapted, because the drying surface of the cylinder is 
greater. Much brown and green straw paper is used. 
The brown is made by adding, before the cooking of 
the straw, 6-10 per cent of sulphate of iron, which will 
make cheap wrapping papers, hard and tenacious. This 
sulphate of iron adds from 3 to 5 per cent to the weight 
of the paper and forms with the lime sulphate of cal 
cium and oxide of iron or rust, and this latter does the 
coloring. Green straw paper is much used for wrapping 
of fire boxes. The best bleached fiber is used and the 
color obtained by 3 per cent of extract of logwood and 
3 per cent of blue vitriol. The coloring matter is rather 
dear, but there is none better or cheaper. All these 
processes are those used in the making of the cheaper 
grades of straw paper, because lime cannot wholly free 
the fiber from incruscing and cementing matters. 
This is principally done by caustic soda, which gives a 
pure cellulose. — Paper World. 



feet in diameter, in which are copper plates placed 
lengthwise, and, by hydrostatic pressure, quicksilver is 
thoroughly pressed through the ore, by a "settler" of 
peculiar shape, having an electric copper wire broom 
to assist in gathering the fine amalgam before the tail- 
ings are discharged. 

The cost of the treatment is from two to three dollars 
per ton, and, as the gold ores treated run from twelve 
to twenty dollars per ton, it leaves a handsome 
margin for the owners. 

The ore veins are large, and thousands of tons, or 
enough to supply the mill for the next one hundred 
years, are already in sight. 

By this process about ninety per cent of the gold is 
saved. 

The works occupy about nine acres of land on the 
banks of the Jordan River, and consist of two main 
buildings, 33 X 64 and 24 X 34, one two-story boarding 
house, one blacksmith shop, two 35 horse power en- 
gines, one crusher, one roll, and other necessary appur- 
tenances, are connected with the mines by the Denver 
& Rio Grande & Western Railway, and demonstrate in 
a practical manner the immense sums that can be 
realized from the treatment of low grade and refractory 
ore dumps, that, have heretofore been considered abso- 
lutely worthless. 



Polaono and tbelr Antidotes. 

The following brief summary of the most rational 
and simple antidotes to the commoner forms of poison 
in daily use by artists and artisans has been compiled 
for the American Analyst by Dr. Francis Wyatt, and 
it will be seen that he has suggested the most appro- 
priate to be applied in any emergency, pending the ar- 
rival or in tlie total absence of a skilled medical 
practitioner. 



1. 
trie, 
sote, 



Acid— Carbolic, eulphuric, ni- 
muriatic, nitro-muriatic, creo- 
iodine, phosphorus. 



ANTIDOTES. 



White of egg well beaten up with 
water, A teaspoonful of mustard 
flour in a cup of hot water. Very 
thicli lime water— (in case of eui- 
phnric, nitric, muriatic or nitro-mu- 
riatic acids).J 



3. Chromic acid, chromates, all 
preparations or compounds of chro- 
mium, antimony, copper, mercury, 
or zinc. 



3. Ammonia, soda, potash, alka- 
line, silicates, and sulphates. 



4. Prussic acid and its saltij, all 
cyanides and sulpho-cyanides, oil of 
bitter almonds, and nitro-benzine. 



5. Ether petroleum, benzine, 
fruit essence, concentrated or abso- 
lute alcohol. 



6. Compounds of baryta and lead. 



7. Compounds of arsenic. 



Abundance of white of egg in 
water. A teaspoonful of mustard 
fluur in water. Copious draughts 
of an infusion of salt herbs. 



Strong vinegar and water. Large 
doses of oil. Large doses of milk. 



Continuous and heavy douches of 
ice cold water over the head and 
spinal column. Mustard plasters 
on the stomach and soles of the 
feet. Prevent sleep. 



Plenty of mustard ilour in large 
quantity of hot water. Cold water 
douchea. Fresh air. Prevent sleep 
absolutely. 



A teaspoonful of mustard flour in 
warm water. Strong solutions of 
Epsom salts and Glauber's salts in 
cold water. 



A teaspoonful of mustard flour in 
warm water. A teaspoonful of 
dialyzed iron mixed with the same 
quantity of calcined magnesia every 
five minutes for one hour. Then 
plenty of oil, or milk, or some mu- 
cilaginous tea — say linseed. 



8. Oxalic acid and its salts. 



9. Nitrate of silver. 



10. Nitrous fumes of 
arising in vitriol or chemical works. 



vapors, 



Very thick paste of lime and 
water by large spoonfuls at the 
time. After several of these, large 
draughts of lime water. Finally, 4 
ounces castor oil. 



Speed of Trains. 

An examination of the Official Guide for June shows 
that the fastest trains now on the time tables are two 
on the Baltimore & Ohio, which are timed to run the 
40 miles from Baltimore to Washington in 45 minutes, 
without stops, making the rate of speed 533 miles an 
hour. [It is stated, however, that these trains rarely 
succeed in making the trip in the time allowed.] No 
other train can be found which makes over 50 miles an 
hour, and the nearest approach to it is a train on the 
Pennsylvania, which runs from Jersey City to Phila- 
delphia, making one stop, at an average speed of 48 3 
miles an hour. On the opposition — the Bound Brook — 
line one train makes the distance from Jersey City to 
Philadelphia at the rate of 45'9 miles an hour, without 
allowance for the four stops. The quickest train be- 
tween Philadelphia and Baltimore runs at the rate of 
41 '6 miles an hour. 

The fastest long distance run is that of the Chicago 
Limited on the New York Central & Hudson River, 
which averages 41 6 miles an hour from New York to 
Albany, and 406 miles from Albany to Buffalo. The 
corresponding train on the Pennsylvania road runs at 
the rate of 38 miles an hour from Philadelphia to 
Pittsburg. 

The trains which are timed to run over 40 miles an 
hour are thus found to be very few in number, and 
there are not many which are called upon to make 
more than 35 or indeed over 30 miles for any consider- 
able distance. It must be remembered, however, that 
a train whose average speed is 40 miles an hour must 
make much faster time than that in parts of its run. 

What is the slowest passenger train in the ffuide is 
not easy to determine, but an "express "on a North 
Carolina line which takes 9 hours to run 100 miles — an 
average of 11 '1 miles an hour — is a very promising 
candidate for the honor. — Railroad and Engineering 
Journal. 

< ( » > » 

Columbia River Boat Railroad. 

In view of the introduction into the United States 
Senate of a bill appropriating half a million dollars 
for the construction of this railroad, the Northwestern 
Railroader publishes a report made in 1885 by Major 
W. A. Jones, Corps of Engineers, U. S. A., giving esti 
mates of the cost of boat transfer roads around the 
Dalles and Celilo Falls. The length of track for Celilo 
Falls is estimated at 4,500 feet, and the cost of track, 
car and machinery at $356,000. The estimated cost of 
the Dalles transfer is $662,000 for 9,000 feet of track. To 
make these portages available, it was estimated that 
$355,000 must be spent in rock excavation from the 
channel at other points, making a total expenditure of 
$1,373,000. The following is a brief description of the 
car and track proposed by Major Jones : 

" The maximum grade of the track is 21384 feet per 
mile. The summit is passed by a gentle curve quite 
within the limits of longitudinal flexure that will result 
from passing over the summit curve. The car is made 
up of cross girders supported by longitudinal built 
beams, which in turn are carried by the wheel axles, 
the whole suitably braced, and having sufficient iron 
introduced to prevent floating when completely sub- 
merged. It will be handled by cables from the sta- 
tionary engine at the summit. It will have twenty-one 
wheels on each side, with independent axles, forty-two 
in all, running on a two-rail track 25 feet 6 inches wide. 
The maximum load on a single wheel will be about 17 
tons. Length and width over all, 190 feet and 48 feet, 
respectively. For the present only a single line of 
track is proposed. Should the traffic develop a neces- 
sity for it, another can be laid alongside." 



Large doses of ordinary kitchen 
salt dissolved in water after which 
one teaspoonful of mustard flour in 
warm water. 



Electricity In tbe Reduction of Ijowr Grade Ores. 

The Utah Mining and Reduction Company, whose 
works are located at Bingham, ten miles south of Salt 
Lake City, are using the new " Meech process " in the 
reduction of their low grade and rebellious ores with 
success. 

The ore is passed through a crusher and rolls, crushed 
to forty-mesh fine, thence into a disintegrating machine, 
four tons at a time, through a valve, with sufficient 
water and chemicals to treat the sulphur and refractory 
elements. Steam is then admitted to a pressure of one 
hundred pounds per square inch, and, at the same 
time, the mullers are revolved at about thirty revolu- 
tions per minute, generating electricity in such volume 
as to greatly assist in the decomposition of the ore. 

This is continued for three hours. The ore is reduced 
to an impalpable powder, many times finer than is pos- 
sible by other methods, and is thoroughly decomposed 
and desulphurized. 

The water absorbs the chemicals, every atom of gold 
is made bright, and in condition for amalgamation. 
The pulp is now discharged into the amalgamator 
below, a revolving machine seven feet long and five not? — Mducational Seview. 



Frequent and small doses of strong 
acetic acid — the stronger the better. 



Canadian Trepans. 

In the waters surrounding the Atlantic provinces, a 
holothurian, Pentacta frondosa, Jaeger, very similar 
to the trepang of the Malay and Chinese coasts, is 
found in great abundance. It is called by our fisher- 
men the " sea cucumber " or "sea pumpkin." A few 
experiments have been made on it as an article of food, 
and it has been pronounced good, with the flavor of 
lobster meat. Trepang, in the East, is prepared by 
dipping the live " 6ea cucumber" for two minutes in 
boiling water, then cutting open, then throwing into a 
second caldron of boiling water and mimosa bark. It 
is finally dried in the sun, and pressed for stowage. 
The market value has been quoted at from five to six 
dollars per hundred pounds ; and the fisheries are con- 
sidered of industrial importance. Will not some of our 
ingenious fishermen or fish dealers make a thorough 



English Decisions Relating to Electric Llebt. 

Justice Kekewich, London, has given judgment on 
the petition by Ferranti to declare the Gaulard & Gibbs 
patent on distribution by transformers bad, as not suffi- 
ciently describing the patent, and because Gaulard 
& Gibbs were not the first discoverers, and because the 
invention is not a proper subject for a patent. The 
judgment is given that the patent was bad, on the 
ground that it did not properly describe the process 
of distributing electricity. The judge ordered the pat- 
ent to be annulled, and petitioners to have costs on the 
higher scale. 

In the suit of the Edison and Swan Electric Light 
Company ■Bs. Hollander al., Justice Kay declares the 
Edison patent, No. 4,576, of 1879, invalid, second claim 
far too wide, the specification not describing a com- 
mercial lamp, and the directions are insufficient to 
make carbons. Mixing carbon with volatile powder is 
injurious, and the coating with a non-conducting and 
non-carbonizing substance is of no use. The second 
claim reads : " Combination of a carbon filament 
within a receiver made entirely of glass through which 
leading wires pass and from which receiver the air is 
exhausted, for the purpose set forth." 

Judgment was given against the defendants as in- 
fringing the Cheesborough patent, and an injunction 
was issued with costs against defendants. The claim 



test of our own "sea encumber," and settle the ques 

tion whether there is to be any Canadian trepang or made by the Cheesborough patent is in respect to the 

""+ ' — w/ixinnfirunni Tt^ms^n pioceBS kuowtt as " flashlug.'' 
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MTJLTIPLE PTJNCHING AND FORGING PRESS. 
The large press illustrated by the accompanying en- 
gravings is one recently constructed under Woodcock's 
patent for the Lancaster Wagon Company. It is ca- 
pable of taking in plates of 13 feet in length by 4 feet 
■wide, and punching at one stroke of the rams the 
whole of the holes required in such plates. It consists 
of three distinct presses, arranged so that they can be 
worked either separately, in couples, or all together. As 
shown in the engraving, which is from a photograph, 
two of the presses are coupled, and the third is work- 
ing independently. When used for forging, each of 
the presses can be used independently. The peculiar 
features of the presses made under the invention are : 
That the punches and dies are regulated as to relative 




position for any required pattern by a very simple ar- 
rangement of three pattern plates, which may be 
made of cast iron. The holes for the dies and punches 
in these plates being of the same diameter, they can 
be drilled through the three pattern plates at one 
operation. This may be readily gathered from the de- 
tail engraving annexed, which shows the moving press 
bed, the die plate, and the punch-carrying plate. This 
arrangement of plates and punches can be used with 
any pressure, and wherever repetition work requiring 
large quantities of punching has to be done, all plates 
and bars punched by themaehine are perfectly inter- 
changeable, and the system makes templates unneces- 
sary, and avoids the cost of marking, the pattern plates 
being the templates. Guide stops are arranged in the 
pattern plates, so that the plate or bar to be operated 
upon cannot be wrongly placed in the press. The 
economy in the work done by this system of punching, 
when done on the large scale, is so great that the first 
cost of the press is rapidly repaid.— I7te Engineer. 



Plant and niacblnery of the Panama Canal. 

At the recent Milwaukee meeting of the American 
Society of Civil Engineers, a paper on the above sub- 
ject, by Mr. Williams,' was read. At the early part of 
the work, the company owned the dredges, and they 
were run by the contractors. This was very unsatis- 
factory, however, as the contractors would use the com- 
pany's plant to its full capacity, making no repairs, 
and when the machine broke down from any cause, 
however slight, it was side-tracked at once and a requi- 
sition made for another. Under present arrangements 
the machines are owned or leased by the contractors, 
and are worked night and day, but are overhauled and 
repaired on Sunday. They average about 100,000 cubic 
yards per month. One dredge made-337,000 cubic yards 
in a month, but it was in stuff that 
had slipped back into the channel and 
was very easily removed. At first, 
when operations were commenced at 
numerous places and only light work 
was encountered, a large amount of 
plant was needed, but now that the 
work is more difficult, and consequent- 
ly slower, there is a quantity of valu- 
able plant lying idle and useless, rap- 
idly deteriorating, because there is not 
room for it to be put to work. The 
climate is deadly, consequently con- 
tractors try to make the largest amount 
of money in the shortest possible time, 
so as to be able to escape to a more 
healthy climate. 

The dredges in use are of American, 
Scotch, French, and Belgian manu- 
facture. The American dredging com- 
pany has fine repair shops at Gatun, 
and keeps its plant in good condition, 
enabling it to do constant hard work. 
The Scotch dredges are self-propelling, 
and sailed out from Scotland, one of 
them across to the Atlantic end of the canal, the other 
going around Cape Horn to the Pacific end. The French 
dredges are sent out in sections and erected on the Isth- 
mus. They cost about $100,000 delivered at Colon. 
This does not include their erection at Panama, which 
is very expensive. For the contractors' tracks a seven- 
ty pound rail is used, with a height exceeding the base, 
and the locomotives overturn the rails, drawing the 
spikes. For these tracks a forty pound or a fifty pound 
rail, with a base equal to the height, would have been 
sufficient. Mr.- Williams hopes later to give a detailed 
paper on the dredging plant of the canal. 

^11 ) ^ 

American Tin. 

It is tolerably well ascertained that the Black Hills 
region, in Dakota, possesses a number of deposits of tin 
ore of sufficient richness and quantity to assure an 
abundant supply of this metal when they shall be ju- 
diciously developed. 



AN IMPROVE!) CURRENT MOTOR. 
A current motor readily adjustable to high or low 
stages of the water, and also laterally adjustable, to 
take advantage of inshore and offshore currents to regu- 
late the speed of machinery driven by it, has been pat- 
ented by Mr. Michael McCarty, of Montrose, Col., and 
is illustrated herewith, the small figure showing a longi- 
tudinal sectional elevation. The current wheel is sus- 
pended from a framework by straps and chains, the 
latter connected to a shaft with a hand wheel journaled 
on the frame, the chains being wound or unwound to 
raise or lower the wheel. Ropes or chains attached to 
the casing of the wheel, on thesidenext the bank, lead 
to a similar shaft with hand wheel journaled on the 
frame farther inward, by which the current wheel may 




MCCARTY'S CURRENT MOTOR. 

be drawn toward the bank. An anchoring rope is at- 
tached to the outer edge of the mouthpiece at the up- 
stream end of the wheel casing, to hold the wheel steady 
in the water against the force of the current. The cur- 
rent wheel consists of a spirally-bladed shaft journaled 
in the casing, skeleton wheels mounted on each end of 
the shaft revolving freely against anti-friction bearings 
within metal bands fixed to the up-stream and down- 
stream ends of the casing. The skeleton wheel fixed to 
the down-stream end of the shaft forms the driving 
wheel, having peripheral teeth engaged by the links of 
a rdriving chain passing over a chain wheel faeCTto a 
shaft journaled on the frame above, and carrying a 
wheel or pulley, from which a driving belt leads to the 
machinery (not shown) which it is desired to operate 
upon the bank of the stream. When this wheel is to 
be used in a swiftly running current, the flaring mouth- 
piece, which gathers water to the wheel casing, may be 
dispensed with. 







MULTIPLE PUNCHING AND FOEGINO FBESS. 
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AN IHFROVED WEATHES STBIF. 
A weather strip adapted to be easily closed against a 
threshold, but tightly held there when the door is 
shut, and which will readily clear the threshold when 
the door is opened, is illustrated herewith, and has 
been patented by Mr. Robert C. Redman, of Salem, 
Oregon. The weather strip is formed with a vertical 
portion projecting into a recess in the lower edge of 
the door, and rests on lugs secured by screws in re- 
cesses in the bottom of the door. To hold the weather 
strip up when the door is open, a spring is secured to 
a block fastened in the upper part of the recess in the 
lower edge of the door, and projecting into a slot in the 
vertical portion of the strip. Upon the lower side of 
the weather strip, near the hinged side of the door, is 



BEDUAN'S WEATHEB STBIF. 

a pin which engages a slotted plate on the threshold, 
when the door is closed, thereby drawing the weather 
strip down close over the threshold, as shown in detail 
in the small views, the slot of the plate being so cut out 
that the act of closing the door causes the pin, in bear- 
ing against the end wall of the slot, to tilt the weather 
strip so that its outer edge comes in contact with the 
threshold. The spring, which is brought under ten- 
sion in closing the door, reacts as the door is opened, 
bringing the weather strip back so that it will readily 
clear the threshold. 



AN IMFROVEB FABK GATE. 
A gate which may be readily opened and closed by 
a person in a vehicle or on horseback, by simply pulling 
cords at the roadside, has been patented by Mr. Martin 
L. Baker, of Wilton Junction, Iowa, and is illustrated 
herewith. Figs. 1 and 2 showing plan views of the gate 
and main gate post, and Fig. 3 representing the gate 
closed in dotted lines and open in full lines. The main 
post consists of two uprights framed into a sill timber, 
separated sufficiently to allow the gate to run between 
them, and connected at their tops by a head piece. 
The end uprights of the gate, one of which is higher 
than the other, are fitted with rollers adapted to travel 
upon metal tracks, one track extending over the road- 
way to a post on its other side, and being higher than 
another track which extends out to a post at right 
angles to the roadway in the opposite direction. A bar 
is fastened to the main post, ranging lengthwise of the 



of the gate. By pulling on one of these' cords, when 
the gate is in either closed or open position, the gate 
rollers are caused to ride up to and over the highest 
parts of the tracks, and will then run down the incline 
upon the opposite side until the upright on the end of 
the gate stops against the post. Depressions at the 
ends of the tracks, in which the rollers rest, prevent the 
opening of the gate, when closed, by stock rubbing 
against it, and only a short, sharp pull on the cords is 
necessary to readily open or close the gate. 





BAKER'S FABH 6ATE. 

roadway, to which gate-opening cords are attached, 
their pendent ends hanging in convenient reach of any 
one approaching the gate from either direction. The 
cords pass between pairs of guide pulleys journaled in 
strap bearings fixed to the uprights of the main gate 
post, and their inner ends are attached to a stirrup or 
bail pivotally connected to the upper central portion 



AN IHFBOVEB MECHANICAL MOVEMENT. 
An invention affording improved means of convert- 
ing reciprocating or oscillating motion into rotary 
motion is illustrated herewith, and has been patented 
by Mr. Benjamin F. Andrews, of Myers, Mo. The 
apparatus comprises a shaft suitably supported so that 
it may be revolved, a slotted pitman, in the slots of 
which are racks, and an oscillating lever connected 
with the pitman. On the shaft are loosely journaled 
toothed wheels fitting close together at their inner 
faces, and rabbeted on their inner sides next their 
periphery, the two rabbets forming a way for rails or 
guide plates on the slotted pitman, the arrangement 
being such that one rack meshes one wheel to revolve 
it in one direction, while the other rack will revolve the 
other wheel in the opposite direction, the wheels being 
so clutched to the shaft that they will slip on it when 
turned in one direction and grip it when turned the 
other way, one wheel turning the shaft as the pitman 
is moved forward and the other as it is retracted. In 
connection with these wheels are also provided teeth 
within sockets on their outer sides for engagement by 
pawls, of which there are a number in recessed pawl 
carriers or supports, so arranged that by adjusting 
these pawls the apparatus may be operated to turn the 
shaft in one direction or quickly reverse it to the other. 
A sectional view showing the arrangement of the pawls 
and pawl trippers is given in Figs. 2 and 3, the trip- 
pers being either turned directly by hand or by means 
of a lever pivoted to the top of the frame. The lever 
reciprocating the pitman is supported to move at its 
axial center in a frame having rack teeth in opposite 
walls, the lever having a toothed segment meshing one 
rack and a toothed roller meshing the other rack. The 
lever has several openings or sockets, and a guide 
frame with notches registering with the sockets, serv- 
ing as guides in stopping the connecting block, which 
is movable within the guide frame. By adjusting the 
connecting block, and with it- the pitman, along the 
lever, to and from the center of motion, the length of 
stroke of the pitman may be varied. To relieve any 
shock or jar in the operation of the lever, and ease the 
action of the machine, its supporting frame is provided 
with spring'plate cushions at its opposite ends. 

< < « > > 

Clean Ifonr Oratn. 
Weevil, cockle, smut, husks, and fuzz and all other 
matter that does not make fiour should be kept out of 
the fiour as perfectly as possible. Clean, clean, clean, 
thoroughly, tirelessly, and systematically. The more 
you clean the grain, the more fine fiour of the best 
quality you can make. Every particle of foreign sub- 
stance that finds its wayinto the flour destroys some- 
thing of its desirableness, weakening it, discoloring it, 
and making it less like what it should be. Clean 
always and everywhere. Let cleaning of the grain be 
a hobby with you. It will pay. — Milling World. 
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AN IMFBOVEB FLUE CLEANEB. 
A fine cleaner having adjustable cleaning blades, 
readily adapting it for use in flues of 
different diameters, has been patented 
by Mr. James Newmon, of Haw Ridge, 
Alabama, and is illustrated herewith, 
Fig. 3 showing a sectional view, and 
Figs. 1 and 2 representing side and end 
views. The cleaner head has a flat- 
faced flange in which are a number of 
slots, the head having a central bore 
threaded at each end, the thread at the 
outer end being arranged for engage- 
ment with a set screw or bolt, whose 
shank passes through a clamping plate. 
Between the clamping plate and the 
fiange of the head are placed segmental 
cleaning blades having peripheral ser- 
rated edges, each of the blades having 
a cross piece which rides in slots of the 
fiange of the head, and in other slots 
in the clamping plate, whereby each 
blade may be readily moved toward or 
from the screw shank. The handle is 
threaded at one end for engagement 
with the thread in the bore of the un- 
flanged end of the head, and upon the 
handle is mounted a gauge for preventing the head 
from being forced in too far. 

^ I » , » . 

Thb man who is constantly absorbing information 
never poses as a "know it all,'' but he is usually a 
person who can impart very many valuable and prac- 
tical ideas. 



IMFBOVED TBUCE FOB LOCOMOTIVES AND STBEET 
MOTOBS. 
A truck of simple construction, which provides for 
the swinging of the car body in passing curves, is illus- 




FACKEB'S LOCOMOTIVE TBTICK. 

trated herewith and has been patented by Mr. Alonzo 
C. Packer, of No. 118 Forty-fifth Street, Pittsburg, Pa. 
Upon side rails of the truck body are arranged cross- 
bars or shafts, upon which are mounted small wheels 
or rollers that bear upon the upper faces of the rails, 
and just outside these rollers are connecting links ex- 
tending from shaft to shaft. Within the rails are 
mounted links supported by the crossbars, these links 
supporting springs upon which is a center bearing plate 
to receive the king pin of the body center plate. To 
each of the side rails are connected stop blocks, the bolts 
by which the blocks are secured to the rails being so 
placed as to allow the throw of the connecting links 
and parts controlled thereby to be varied, and provid- 
ing for the swinging of the car body upon the truck. 
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ANDBEWS' MECHANICAL MOVEMENT 

the range of motion being partially checked by the 
stop blocks. Trucks of this construction are now used 
on street car motors in Birmingham, Ala,, the motors 
having 12 in. by 18 in. cylinders, driving wheels of 40 
in. diameter, and the back truck wheels 24 in., with 
rigid wheel base of 5 ft. 9 in. These motors are said to 
pass easily around curves of 34 ft. radius, and to give 
entire satisfaction. 



Thb 2,000 horse power engine of the Warren Manu- 
facturing Company, R. I., drives all the machinery of 
the works from a rope pulley 32 feet diameter and 9 
feet 3 inches face, carrying 43 ropes 1% inches diame- 
ter, instead of a belt. One advantage this system pos- 
sesses over belts is that several shafts can be driven at 
different speeds from the same driving pulley, thus 
saving much countershafting. 




NEWMON'S FLUE CLEANEB. 
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AN IMFBOVED OIL CAN. 
An oil can designed to automatically stop the flow of 
oil when the lamp being supplied from the can is prac- 
tically filled, is illustrated herewith, and has been pat- 
ented by Mr. (Jeorge H. Coursen, of 1017 North Calvert 
St., Baltimore, Md. The can may be of any ordinary 
construction, but preferably should have a hermetically 
sealed top and bottom, the body having a strap at- 
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COTTBSEN'S OIL CAN. 



tached to the rear at or near the base, which, besides 
serving as a hand-hold, makes a suitable rest for retain- 
ing the can in horizontal position, as shown in one of 
the figures, this being the preferred position for filling 
such a can through the spout. The tubular spoilt is 
preferably of metal, about half an inch in diameter, 
and extends within the can as shown, its inner extrem- 
ity being designed to terminate as much as possible in 
the air space, and this end being cut obliquely and 
having a hinged whistle resting normallj' against its 
upper surface. This inner section of the spout has an 
aperture on its under side, near the top of the can, the 
area otthe aperture being about one-third that of the 
spout. In filling a lamp, the spout is inserted until 
stops or pins near the end of the spout rest on the 
rim, when, upon tilting the can, the oil flows through 
the small aperture on the under side of the tube, 
leaving enough space in the tube to permit the air in 
the lamp to pass back into the can, thus producing 
a sound through the whistle on the inner end of the 
tube. When the oil in the lamp has risen to the end 
of the spout, cutting off the air supply, the oil will 
cease to flow and the whistling will be discontinued, 
thereby apprising the operator that the lamp is full. 



cutting and scoring, the wedge being also apertured to 
receive one arm of the guide staple. 

For further information relative to this invention, 
address Mr. E. Davison, Jr., Bridgewater, N. 8., 
Canada. 



A COMBINES SHINGLING HAMHEB AND PLANE. 

A convenient and inexpensive combination tool for 
capenters and builders, which may be used either as a 
hammer, plane, or hatchet, and is designed mainly 
for use in shingling, has been patented by Dr. William 
S. Robertson, of New Germany, N. 8., Canada, and 
is illustrated herewith. The narrower end of the 
hammer head has a flaring aperture adapted to receive 
a plane iron, the narrow opening for which is in a side 
of the hammer having a flat face from one end to the 
other. To guide the plane along the edge of a shingle, 




Ice oil mars. 

At a recent meeting of the Academy of Sciences, Paris, 
M. Janssen, president, in the chair, observations were 
made on the canals of the planet Mars, by M. Fizeau. 
The various circumstances connected with these ap- 
pearances, as lately described by MM. Perrotin and 
Schiaparelli, suggest a strong analogy with certain 
phenomena of glaciation — parallel ridges, crevasses, 
rectilinear Assures, often of great length and at various 
angles — observed in the regions of large glaciers in 
Switzerland and especially in Greenland. This leads 
to the hypothesis of a vast development of glaciation 
on the surface of Mars, where, the seasons being rela- 
tively longer and the temperature much lower, the 
conditions must also be more favorable than on the 
earth for these manifestations. The reading of the 
paper was followed by some remarks by M. J. Janssen, 
who gave a guarded assent to M. Fizeau's "very in- 
genious and very beautiful" theory. 



BOBEBTSON'S SHINGLING HAHMEB ANB PLANE. 

a staple formed of a wire bent twice at right angles is 
inserted in holes formed in the handle on opposite 
sides of the hammer head, this guide being removed 
when it is desired to use the plane in the ordinary way. 
The wedge inserted in the end of the hammer handle, 
to bind it in place in the eye of the hammer, is of steel, 
and has two beveled and sharpened edges, for use in 



Primary Batteries of Llgbt TVelsht. 

In a recent communication to ttie 8ociete d'En- 
couragement, M. Renard describes a form of primary 
battery devised by him to provide the power required 
for a navigable balloon. None of the batteries or ac- 
cumulators in existence at the time his experiments 
were made was sufficiently light, and a new one had 
therefore to be devised. After many experiments he 
found that by making use of a mixture of hydrochloric 
and chromic acids as exciting fluids, a cell giving very 
good results was obtained. The liquid in question is 
not very stable, as under certain conditions chlorine 
gas is liberated, but with care it can be kept for several 
days. The positive electrode of the cell is formed from 
a plate of platinized silver, carbon being unsuitable 
owing to its low conductivity, as a very high current 
density must be employed if the weight of the elements 
is to be kept down. The negative electrode is formed 
from a very thin plate of non-amalgamated zinc, which 
is not dissolved on open circuit, provided that the 
CrOs in the solution does not fall below 1-70 of the 
equivalent for the HCl present. The cells are tube 
shaped, made from either glass or ebonite, the diameter 
of the tube being about 1-10 its length. The normal 
potential of the cell is 1 -3 volts, and from cells weighing 
but 33 lb. 300 to 350 watts per second have been ob- 
tained during two hours and a quarter. 



TV^ases In Scotland. 

The Paper Trade Review gives an official statement 
of the wages paid in Scotch paper factories in 1888, 
which are indeed higher than those paid upon the 
average in Germany, but not so much higher as com- 
monly supposed : 

Paper machine operator for 57 to 72 hours $5.25 to $7.75 

Young men helpers of operator for 57 to 72 

hours 2.35 to 4.00 

Calender operator and sorter for 57 to 64 hours. 5.00 to 5.50 

Sorters (girls), for 57 to 64 hours 1.12!4 to 1.60 

Sorters (women), for 57 to 64 hours 2.75 to 2.87)^ 

Rag sorters (girls and women), for 57 to 64 

hours 2.25 to 2.50 

Machinists, for 57 to 64 hours 6.50 to 7.50 

Firemen, for 57 to 64 hours 5.00 to 6.25 

Day laborers, for 57 to 64 hours 4.00 to 4.75 

Men also earned (daily) on an average 75 

Operatives also earned (daily) on an average... 1.00 to 1.25 

Women also earned (daily) on an average 189^ to 37^ 

And in exceptional cases as high as 50 

, » I I > » 

Valuable Insulating Material, 
A very valuable insulating material, described in 
the Chronique Industrielle, has just been produced. 
It is composed of one part Greek pitch and two parts 
burnt plaster, by weight, the latter being pure gypsum 
raised to a high temperature and plunged in water. 
This mixture when hot is homogeneous, viscous paste, 
and can be applied by a brush or cast in moulds. It is 
amber colored, and possesses the insulating properties 
of ebonite, and can be turned and polished. Its ad- 
vantage is its endurance of great heat and moisture 
without injuring its insulating properties. 



AN IMPBOVEB CUBBY COMB. 
A curry comb which is light and strong, and not 
liable to accumulate dust or hair, has been patented by 
Mr. George W. Blythe, of Ashland, Mo., and is illus- 
trated herewith. It is made with two smooth-faced 
plates, preferably of tempered steel, having concave 
and convex serrated working edges, and one square end 
to serve as a striking surface while cleaning the comb. 
The plates are mounted upon the handle wires, and 
held in fixed position parallel with each other, by 
bringing one of the plates against shoulders on the 
wires, placing thimbles upon the wires between the 




plates, and riveting the wires down upon the outer 
face of the outer plate. 



The Egg Shell Method of PRssERViifG Food, 
particularly meat, without cans, recently patented by 
Dr. Henry Salzer, of Baltimore, Md., consists essentially 
in inclosing the meat or other article in an expansible 
wrapper, such as animal membrane, and subjecting it 
to a sterilizing steam heat long enough to kill all germs. 
It is then immersed in melted vkseline, which forms a 
permanent coating on hardening, and finally inclosed 
in a protective wrapper, such as gauze coated with 
plaster of Paris, or the coating of plaster of Paris may 
be applied directly on the expansible envelope, and the 
article then placed in a bath of vaseline or other plastic 
substance, the package thus prepared being wrapped 
in paper or tinfoil. This method of preservation neces- 
sarily avoids any contamination of the articles by 
metals or acids, and will enable housekeepers to keep 
all delicacies, such as game, tender parts of meat, etc. 



Olass Balls for Refllilng IVIne Casks. 

Wines which contain less than about 15 per cent of 
alcohol cannot be kept in casks, unless the latter are 
kept full, and protected from the air. When a portion 
of the contents of a cask is withdrawn, the vintner fills 
it up again from reserved stock until the particular 
brand gives out. He then used to, and still does, re- 
sort to the practice of putting pebbles into the cask to 
occupy the volume of the displaced wine. But even 
with the best of care, some ferruginous or otherwise 
impure pebbles are apt to get in, which may injure 
the flavor of the wine. For this reason, glass balls are 
now being used by many in place of the pebbles. 
— ■*<■ > •■ 

AN IMPBOVEB PBOPELLEB FOE PLEASUBE BOATS. 

A device whereby ah inexperienced person may safely 
and conveniently propel a boat through the water is 
illustrated herewith, and has been patented by Mr. 
Israel G. Howell, of Hopewell, N. J. Vertical stand- 
ards are secured to the bottom of the boat, at each side 
of a frame in which a seat is supported, and in these 
standards, and in bearings on the gunwales of the 
boat, are journaled crank shafts, the handles of which 
terminate at each side of the seat. Upon the outer pen- 
dent arm of each shaft is hinged a blade, the unattached 
extremity of theblade being supported by the upwardly 
curved outer extremity of the shaft, as best shown in 
the small figures. With this construction, as the ope- 
rator reciprocates the shafts by means of the handles, 
the blade is alternately pushed against the water and 
easily drawn through it, the blade in the back stroke 
assuming a position parallel with the side of the boat. 
When the blades are not in use, they may be elevated 
above the gunwale and so held by pressing downward 




HOWELL'S VIBBATING PBOPELLEB. 

the inner arms of the shafts to engagement with the 
floor of the boat. 

■»<•>» 

A TUNNEL near Samos, which dates from about 530 B. 
C, has recently been explored by a German expedition. 
It was constructed as a water conduit, and has been 
driven through limestone rock to a length of 1,385 feet. 
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Tbe mysteries of Iron and Steel. 

Mr. Hadfield I'-^tails the remarkable results yielded 
by manganese steel under severe tests, and a series of 
tables appended to his paper certainly show singular 
extremes under tensile and other strains. In one case 
as much as 19063 per cent elongation was obtained, 
the 8 inch piece of material being drawn out cold 7"6 
inches and being reduced in area 9107 per cent. 
Under torsional tests the results were equally good. In 
concluding his first paper, Mr. Hadfield remarks : 

" A varied experience in the manufacture of steel 
has taught the author how limited is the knowledge of 
this branch of science, and how little room there is 
for dogmatic assertion.'' Mr. Hadfield's second paper 
begins with the query, " What is steel ? " He remarks 
that the definition of the word " steel " is becoming 
very difficult, and some decision must be taken before 
long upon its exact meaning. Hitherto the term has 
been applied to malleable alloys of mixtures of iron 
(Fe) and carbon (C), but there are also other com- 
pounds of a steely nature, which do not come within 
that category. In a work recently published by M. 
Bresson, steel is defined as " a particular state of 
iron produced by its union with bodies the nature 
of which can vary. There are three classes. First, 
steels composed of iron and carbon ; second, those 
of iron, carbon, and a third body ; third, those formed 
of iron and another body which is not carbon." 

Mr. Hadfield accepts the accuracy of this definition, 
and proceeds to discuss certain leading properties of 
manganese steel. Water causes that material to be- 
come stiffer, but in an entirely different way to hard- 
ened carbon steel. Mr. Hadfield, therefore, terms the 
process " water toughening." Under it the tensile 
strength of manganese steel rises from 40 to 60 and 
in some cases over 70 tons per square inch, and there 
is a considerable increase of ductility or elongation, 
whereas in all carbon steel (except in "ingot iron") 
the opposite effect is produced. In two specimens to 
which Mr. Hadfield alludes, the tensile strer.gth of the 
bar as received from the forge was only 36 tons per 
square inch, with 1'56 per cent elongation. After 
water toughening it rose to the extraordinary amount 
of 67 tons, with 44'44 per cent elongation, and even 
then the specimen was not fractured. The same re- 
sult occurs if the steel be dipped when at a welding 
heat, although the carbon may be 1 per cent or even 
more. Mr. Hadfield says that after a large number of 
tests with regard to the action of heat and sudden 
cooling upon the material, it is found that the higher 
the heat and the more sudden and rapid the cooling, 
the higher is the breaking load and the greater the 
elongation. This property should be of great utility 
for certain purposes. Oil does not give such good re- 
sults as water or sulphuric acid. Mr. Hadfield con- 
fesses that it is not easy to understand the action of 
the water quenching process. Chernoff explains that 
the effect of oil tempering on ordinary steel is to pro- 
duce a metal of fine grain, but in manganese steel the 
change, if any, is rather in the direction of a more 
open than a closer grain. Mr. Hadfield is puzzled by a 
piece of the cast toughened 9 per cent manganese steel, 
at which percentage the crystallization is very peculiar, 
and shows that a broken ingot reheated to a yellow 
heat and water-quenched, although greatly toughened 
thereby, showed no structural changes whatever. He 
draws special attention to a specimen with 1 85 per 
cent carbon and 9 43 per cent manganese, which was 
heated highly and plunged into cold water, yet was 
not water-cracked, and slightly softer. He argues, 
therefore, that carbon seems to be entirely deprived 
of its usual hardening properties in this material. As 
to crystallization, Mr. Hadfield points out the higher 
the percentage of manganese, the less marked becomes 
tbj crystallization, and he is evidently of opinion that 
tne material is not merely a mechanical mixture of the 
different elements, but a definite alloy. The manga- 
nese steel possesses the curious property of being 
almost entirely non-magnetit When there is 20 per 
cent of manganese, a magnet produces virtually no 
effect, no matter whether the material is cast, forged, 
quenched, etc. This fact is a strong argument for the 
alloy theory, and shows that there is at command a 
material of great strength exactly suited for certain 
parts of electrical machines and appliances. The ma- 
terial is also a bad conductor of heat, which is another 
property capable of being freely utili/.ed. 

Mr. Hadfield devo .^o a special section as to the in- 
fluence of carbon and manganese upon iron, and goes 
into the subject very carefully and thoroughly. As 
showing the curious behavior of the maganese steel, he 
says : " It would be impossible to chip any of the ma- 
terial containing 4 per cent, while a cast bar 3J4 inches 
square, containing 9"5 per cent of manganese, is indent- 
ed by a hammer or chisel, will bend 3 inches before 
fracture, and, though exceedingly tough, is of a much 
softer nature." It follows that manganese cdnnot be 
the sole cause of the hardness, otherwise the more 
manganese, the greater would be the hardness. Mr. 
Hadfield cautiously remarks, as to the hardness of 
steel having hitherto been attributed entirely to car- 
bon and other minor elements, " May it not be possible 
that the part played by the iron is equally, if not more, 



important, perhaps owing to some change of form of 
the iron itself hitherto not suspected ?" In support of 
this supposition he mentions that bronzes, said to con- 
tain high percentages of manganese, are easily ma- 
chined, and only possess a tensile strength of about 30 
tons, whereas the tensile strength of manganese steel 
varies from 50 to 70 tons. On the face of it there would 
seem to be considerable doubt as to the real cause of 
the hardening of steel, seeing that in the presence of 
high percentages of manganese steel is softened instead 
of being hardened when dipped in water. Mr. Had- 
field calls special attention to the fact that no further 
advantage is gained in ordinary steel by adding more 
than 15 to 1'75 per cent of carbon, amounts above this 
not producing any greater degree of hardness. The 
analyses of the majority of the Sheffield carbon tool 
steels show not more than 1 J^ to 1 J^ per cent. If carbon 
itself were the sole cause of hardness, it would be im- 
agined that 3 to 3"5 per cent should give greater hard- 
ness than 1 35 per cent, but in practice this is not found 
to be so. In view of this fact the question of crystalliz- 
ation or structure becomes of great importance, and 
obviously deserves further investigation. Professor 
Barrett notes another point of difference, in the shape 
of the fact that manganese steel when cooling does not 
give any " afterglow." A Sheffield rolling mill also 
reports that in rolling 800 feet in one length of this wire, 
the finer it became the more it seemed to retain the 
heat — indeed, it appeared to gather heat in the pro- 
cess. In concluding his very interesting paper Mr. 
Hadfield urges that some understanding should be come 
to as to the meaning of the term "steel." In the past 
the word has sufficed for an alloy or compound of iron 
and carbon, but as the latter is now replaced by other 
elements, such as manganese, chromium, silicon, or 
tungsten, a newer and clearer definition is required. — 
The Ironmonger. 



Xbe Storage of Life. 

Dr. B. W. Richardson has often given evidence of his 
power of clothing familiar facts in attractive and novel 
garb, and of arresting attention while forcing home 
some well worn truths. This faculty he drew upon 
largely in his interesting address at the anniversary 
meeting of the Sanitary Institute of Great Britain, 
when he chose as his subject the " Storage of Life as a 
Sanitary Study." The conditions favoring the storage 
of life he dealt with under the headings of hereditary 
qualification, the virtue of continence, maintenance of 
balance of bodily functions, perfect temperance, and 
purity from implanted or acquired diseases. While 
urging the importance of maintaining the balance of 
the working organs of the body as a means of keeping 
up the storage of life, the lecturer spoke yet more em- 
phatically upon what he termed "all-round temper- 
ance " — temperance in speech, action, thought, as well 
as in eating and drinking. Everything that quickened 
the action of the heart he regarded as a stimulant, tax- 
ing and reducing the storage of life. Necessarily the 
work of the sanitarian called for appreciative remark 
toward the close of the lecture, the prevention of 
" damaging diseases " promoting the storage of life. 
After all, in spite of the interest of the lecture, the 
moral is somewhat trite. 

The advantages of a favorable family history, the 
disadvantages of acquired diseases, the infiuence of 
personal habits of restraint — all these have long been 
granted. The individual may toil and strive, but he is 
still largely at the mercy of his neighbor, whose erratic 
proceedings may greatly upset all the foresight of stor- 
age. While all admit the value of personal attention 
to sanitary and physiological laws, most people will 
wish for greater powers of sanitary control over the ac- 
tions of their neighbors. — Lancet. 



Grasshopper Traps. 

There are three principal methods of destroying the 
insects. Where the land had been plowed for wheat 
none hatched out, as inverting the soil destroyed the 
eggs, and no hoppers were found in the fields of grow- 
ing wheat. But from adjoining fields, especially those 
where wheat was grown last year and then abandoned 
without plowing, they came in armies, sweeping the 
fields before them. In traveling this way a line of 
march is formed before which every green thing disap- 
pears. When Dr. Lugger left, some of the fields 
were eaten into several rods. The method adopted 
prior to the arrival of kerosene and tar was to dig a 
ditch two feet deep and two feet wide just in advance 
of the approaching host. A few inches of straw is then 
placed in the bottom, and the locusts are driven into it 
by walking slowly along behind them. They cannot 
ju'np out and are burned ; or, if straw is not to be had, 
they are killed by drawing a log through the ditch. 
The tar is used by placing in a shallow sheet iron pan 
two feet wide and eight feet long, with a wide board 
fastened to one side. 

This is drawn sidewise across the field, the hoppers 
jumpiiig against the board and falling into the tar, 
where they perish. But the handier, more rapid, and 
most complete method is to use kerosene on canvas, 
against which the pests jump. Strong muslin or 
canvas, » yard wide and fifteen feet long, is stretched 



on a frame and carried on a sled-like arrangement 
pulled by a team. The canvas slants back, and is con- 
stantly saturated with kerosene. Every one that hops 
against this and touches his body to the oil dies in- 
stantly. One barrel of kerosene will go over about 120 
acres, and will kill 300 bushels or more. Each farmer 
is given one barrel of oil, and prouiises to use it only 
for destroying insects. — Minneapolis Exchange. 



Naval Balloons. 

An experiment has been made at Toulon for the em- 
ployment of captive balloons on Taoard ship. The fioat- 
ing battery Implacable, which had been fitted up with 
the necessary apparatus for producing gas, and pro- 
vided with balloons and necessary gear, was towed out 
of harbor into the roadstead and moored opposite the 
Mourillon dry docks forthotrial. Under the directions 
of Lieut. Serpette, and in the presence of the port naval 
authorities and officers of tho evolutionary squadron 
in the roads, a balloon of the cubic capacity of 310 
meters (about 1,010 feet) was fully inflated at night in 
one hour and a half. The process of producing the gas 
was effected by means of some thirty or more metal 
vessels of alembic form, ranged side by side on the up- 
per deck, and each containing a recipient charged with 
zinc filings and hydrate of lime mixed. The applica- 
tion of heat sufficed to evolve hydrogen vapor in ade- 
quate volume to fill the balloon within the time men- 
tioned, and with this operation the experiment con- 
cluded, as no ascent was attempted upon the occasion, 
and the balloon was kept attached to the Implacable. 

It transpired that the introduction of the aerial ma- 
chine into the French naval service was accounted an 
innovation of special importance, and would be utilized 
in directing electric glares in the darkness toward ves- 
sels upon the surface of the waters, and discovering the 
presence or movements of a hostile fleet at various de- 
termined distances. The initiatory trials were deemed 
highly satisfactory and repeated the next morning upon 
a more extended scale, when a silken balloon of the 
measurement of 360 meters (933 cubic feet) was inflated 
by gas produced by other chemical transformations, 
but in a more expeditious manner. When all was ready 
for the ascenti, Lieut. Serpette and one of his specially 
trained company of seamen took their places in a small 
car, which also contained a series of instruments and 
appliances for scientiflc research as well as a telephone 
apparatus, with its wire rolled around the winding 
cable. 

The ascent was effected under the most favorable 
conditions, a perfect calm prevailing at the time, and 
thesubsequentexperiments in the air were consequent- 
ly much facilitated. The balloon, by orders from the 
deck of the Implacable, was arrested at different alti- 
tudes, and Lieut. Serpette was enabled, by the aid of 
powerful field glasses, to survey the seaward horizon 
and count passing vessels, distinguish' their class, rig, 
and nationality, or the course they were making. All 
these indications were passed instantly and viva voce 
to the attendance on the Implacable, which included, 
among other superior officers of the two services. Ad- 
mirals Dupetit-Thouars and Amet. Signals were also 
readily exchanged by flags from the balloon to the 
nearest coast guard stations on shore, and the state of 
the vicinity of the ranges of look-out to the north of 
Corsica, and from Nice to the eastward and Marseilles 
to the west, were duly reported to the deck. Another 
ascent was made later the same day to the height of 
1,300 feet, where Lieut. Serpette obtained some photo- 
graphic views, and after signaling in turn to the Col- 
bert, the flagship of Vice-Admiral Amet, and corre- 
sponding with the Implacable, the end of the cable was 
transferred from the latter vessel to a steam launch. 
The examining committee having taken their places in 
the launch, they proceeded with the attached balloon 
a short distance out to sea and around all the vessels 
at anchor in the roads, composing the Amet squadron. 
Communications with the occupants of the balloon 
were continued by various methods, without interrup- 
tion, during the progress, until flnally the cable, into 
whose manufacture, it may be remarked, floss silk 
largely enters, was brought back to the Implacable, 
secured, wound in, and the balloon brought to deck 
after being over four hours in the air. Lieut. Serpette 
was warmly congratulated by the members of the Ad- 
miralty Committee upon the successful solution of the 
question of determining reconnaissances afloat from 
aerial observation. It is arranged that the Implacable 
will follow the evolutionary squadron on the next 
cruise to continue similar experiments in the open seas. 
— Broad Arrow. 



Canadian Tea. 

Our scientiflc editor has been at a flve o'clock Lab- 
rador tea. The beverage was a success — rated by some 
as superior to China teas. It was prepared simply as 
follows : Leaves of the present season. Boiling water 
poured on, and kept covered forabout twenty minutes ; 
kept nearly to boiling point — but not allowed to boil. 
Sweetened with reflned sugar. Cream or milk added. 
The dried leaf of Ledum latifolium could be put on the 
market, allowing the widest margin, at ten cents per 
poixnd.—MlduGaiional Review. 
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Xlie Jumbo liace ITIaclilue. 

Like most other industries, that of the Nottingham 
lace trade has had to encounter a period of depression, 
from which it has not yot wholly emergea. Improve- 
ments in details of manufacture have, from time to 
time, been introduced ; but, as a rule, they have not 
been of such a decisive and thorough character as to 
constitute a radical advance. For some little time past, 
however, some improved lace machines have been 
quietly at work in the lace factory of T. Hooley (Lim- 
ited), at Long Eaton, near Nottingham, and have 
proved to be an important means of bringing about a 
better condition of things for their owners. These ma- 
chines are known as the "Jumbo" lace machines, and 
were so named from their size being much greater than 
that of the ordinary lace framed, although the increase 
in size is simply nothing more than an increased width. 
In the early days of the Nottingham lace trade, and, 
indeed, not many years back, a machine 70 in. or 80 in. 
wide was an exception, and was regarded as a wonder. 
As, however, mechanical science advanced, lace frames 
were made wider, until in time a width of about 150 in. 
was reached. But here improvement in this direction 



break to any appreciable extent, the work of making 
good the lace by hand sewing after it comes from the 
machine being greatly reduced. 

The practical outcome of this invention is an increase 
of 25 per cent in the output of each Jumbo machine, 
the work being 200 in. wide instead of 150 in. But this 
improved yield does not involve any extra working ex- 
penses beyond the mere cost of the thread, for the lace 
is produced from the same cards, with the same amount 
of driving power and supervision as the ordinary 150 
in. lace, and it is dressed in the same way. After the 
first cost, which is comparatively small, it is therefore 
a practically clear gain of 85 per cent to the users. 
Messrs. Hooley are building a new factory at Sandiacre, 
which is now nearly completed, and which will be 
stocked entirely with Jumbo frames. — London Times. 

*t m >¥ 

THE FOBTH BBID6E 

We give from Industries a sketch of the Forth Bridge, 
showing it as it will appear when finished, with dia- 
grams indicating the progress of its construction up to 
the end of May, 1888. It will be seen that the great 
work is uov/ approaching completion. 



arches or ribs, and each arch is composed of two cylin- 
drical steel tubes, eighteen inchesin exterior diameter, 
one acting as the upper and the other as the lower 
chord of the arch. The tubes are in sections, each 
twelve feet long, and connected by screw joints. The 
thickness of the steel forming the tubes runs from 
one and three-sixteenths to two and one-eighth inches. 
These up.Der and lower tubes are parallel and twelve 
feet apart, connected by a single system of diagonal 
bracing. 

The double tracks of the railroad run through the 
bridge adjacent to the side arches of the elevation of 
the highest point of the lower tube. The carriage road 
and footpaths extend the full width of the bridge, and 
are carried, by braced vertical posts, at an elevation of 
twenty-three feet above the railroad. The clear head- 
way is fifty-five feet above ordinary high water. The 
approaches on each side are masonry viaducts, and the 
railway connects with the city station by a tunnel 
nearly a mile in length. The great tubular ribs were 
built out from each side of a pier, the weight on one 
side acting as a counterpoise for the construction on 
the other side of the pier. They were thus gradually 




General View of the Structure as CJompleted. 
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Diagram Showing the Work Erected up to thS End of June^ 1887. 
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stopped, for any attempt to increase this width was 
attended with failure, inasmuch as the movable bars of 
the machine when over a given length sagged and vi- 
brated, and, to use a term in the trade, would not 
"gate" when the machine was at work, thus causing 
frequent breakage of threads and consequent damage 
to the lace in course of manufacture. Even with the 
ordinary 150 in. machine a considerable amountof dam- 
age is frequently done to the lace through the breaking 
of threads. What the bar really wanted was a support 
in the center of its length, but for long it was not seen 
how this was to be accomplished without causing inter- 
ference with the other working parts. It has, however, 
now been accomplished in a very simple but effective 
manner in the Jumbo machines, eleven of which, 
each weighing seven tons, we recently saw in opera- 
tion at Messrs. Hooley's works, where they have been 
running for the past twelve months. The manner in 
which this has been effected is merely by giving the 
movable bars a support in the center of their length, 
which support is worked automatically by a. cam ac- 
tion, and moves with the bars. By means of this ar- 
rangement the machines are now made 300 in, wide, the 
moving bars being supported at the center, which prac- 
tically gives two stiff machines of 100 in. each in one 
continuous length. This improvement in no way in- 
terferes with the lace, nor does it cause the threads to 



INCHCARVIE Pier 

THE FORTH BRIDGE, NEAR EDINBURGH. 

This remarkable structure is situated at Queen's 
Ferry, about ten miles from Edinburgh. It crosses the 
Forth, an arm of the North Sea. We are apt to think 
that the great suspension bridge between New York 
and Brooklyn is a work of great size, but it is rather 
small when compared with the Forth Bridge. The lat- 
ter has two main spans, each 1,710 feet in length, which 
is 1143^ feet longer than the span of the Brooklyn 
Bridge. The three main towers of the Forth Bridge 
are 375 feet high. The total length of the bridge is 
8,084 feet. 

The bridge is built on the cantilever system, of steel, 
of which there will be about 43,000 tons used in the 
superstructure. 



Fife pier 



Xhe St. liOiils Bridge. 

The beautiful bridge built by Captain Eads over the 
Mississippi River at St. Louis, bold in its design and ex- 
cellent in its execution, is an object of admiration to all 
who visit it ; but the impression of its importance, says 
8cribner''s Magazine, would be greatly magnified if the 
part below the surface of the water, which bears the 
massive towers, and which extends to a depth twice as 
great as the height of the pier above the water, could 
be visible. There are three steel arches, the center 
one having a span of 530 feet, and each side arch 
a span of 503 feet. Each sp^a has four parallel 



and systematically projected over the river, without 
support from below, till they met at the middle of the 
span, when the last central connecting tube was put in 
place by an ingenious mechanical arrangement, and 
the arch became self-supporting. 



A rjeaweed Dye. 

F. Nettlefold, F.C.S., states in the Chemical Neios 
that, while experimenting on the production of gela- 
tinous gun cotton, it occurred to the experimenter to 
nitrate alginic acid. This formed a low nitrated body, 
which was not analyzed. It was sufHciently elastic on 
compression, but not explosive. When dissolved in 
water in alkaline solution, it gave a brown color. The 
original color of the nitro-alginic acid was bright yel- 
low and insoluble in water. 

Unmordanted cotton dyed a fine Bismarck brown 
color, which was fast to soap, more than many aniline 
colors, equaling chrysoidine. Mordanting with alum- 
ina or tartar emetic did not increase the fastness or the 
depth of the color. The depth of shade was consider- 
able, and could be worked to a great intensity. In an 
acid solution the dye failed to attach itself to the fiber, 
ammonia being the best alkali. 

For wool the brown dye appeared to have little power 
of attraction. Mordanting did not increase the depth 
of the dye. 
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THE GATE HOUSE ANB NOBTHEBN TEBMINUS OF 
THE NEW AftUEDUCT. 

Among all the criticisms which have been applied to 
the new aqueduct, upon which the future watersupply 
of New York is to depend, no unfavorable ones can be 
found which are directed against the upper section, in- 
cluding the main gate house and connections. This 
portion has been exempt from the judgments so freely 
passed upon the main line. The majority of the ope- 
rations have been conducted in the open air. Far less 
chance was given for carelessly executing the work 
than existed in the underground tunnels, and the de- 
sire of the city engineers to make the work a perfect 
one has been seconded to the utmost by the contractors. 

We illustrate in the present issue the operations now 
in progress at the upper end of the aqueduct. They 
comprise the new gate house and its connections with 
the new and old aqueducts, with the present Croton 
Lake, and with the future reservoir to be established 
by the erection of the Quaker Bridge Dam. 

The site of the work is Croton Falls. Taking advan- 
tage of the somewhat precipitous character of the 
banks of the Croton River at this point, the engineers in 
charge of the original aqueduct built here the famous 
Croton Dam. This impounds the waters of the river 
and forms the beautiful Croton Lake. The sloping 
bank,s that surround it form an admirable watershed. 
They are thinly settled, and in spite of many sugges- 
tions of contamination by factories, the inspection of 
the countrj- tends to reassure the observer of the good 
character of the water supply. 

On the southern bank of the lake just above the dam 
is situated the old gate house. This is the one now in 
use, and which has done service for so many years in 
the past. From it the old aqueduct starts, running 
westward for a long distance before it turns to the 
south. The object of its builders was to follow a given 
contour line very nearly, so as to avoid high or low 
work. It was their desire to make it as much as pos- 
sible open cut work. This accounts for its sinuous 
line, its route being determined by the inequalities of 
the surface. 

A short distance south and west of the old gate house 
is the terminus of the new aqueduct. This was built 
on principles the very opposite of thosecontroUing the 
erection of its predecessor. The object was to makeja 
rock tunnel which should be as far as possible an effi- 
cient conduit, without any lining, save in some weak or 
exposed places. Very properly, this design was supple- 
mented by the adoption of a brick lining for the en- 
tire tunnel, backed up by rubble masonry. The latter 
feature has been criticised by some as an unnecessary 
expenditure, but from an enlightened point of view, it 
was eminently correct. The aqueduct should be of the 
best possible description, and the thought of any 
economy at the sacrifice of strength or durability is not 
to be tolerated. We have already illustrated the work 
on the main line. Its defects, we have shown, are in a 
fair way of being remedied. 

This aqueduct starts from Croton Falls, and runs 
south and east, taking an almost direct line for the city. 
Its direction at starting is nearly opposite to that of 




no room for the erection of a gate house. The first 
operation, therefore, was to establish a platform by 
blasting out the rock. This was done, and an immense 
notch was formed, about ninety feet wide and upward 
of a hundred feet deep. At the back, the cliff left by 
blasting rises to a great height. Within this notch 
the foundations of the new gate house were laid. 

The masonry is in three materials. Part is in course 
work of large blocks of limestone. The facings are in 
similar work of granite. Some of the partition walls 
are of brick. The whole is laid in Portland cement. 
As the building does not extend back to the natural 
rock, the intervening space is filled with concrete. In 
some places a thickness of over twenty feet of such fill- 
ing is used. The new aqueduct, sweeping toward the 
west, enters the building at its southeast corner. 




Xbe mosquito a Blesslne to Man. 

A lecture was recently delivered at Madras, India, on 
that interesting and familiar pest, the mosquito. The 
lecturer, Mr. H. Sullivan Thomas, asserts that it is 
only the female mosquito that does the biting. He 
considers the mosquito a most useful pest, seven-eighths 
of its existence being devoted to the service of men and 
only one-eighth to their annoyance. It exists in the 
larval state twenty-one days, and during that period 
engages in sanitary work with ardor and thoroughness. 
Wherever there Is dirty water, wherever there is ii 
filthy drain, there the mosquito larvae are to be found 
in hundreds, voraciously devouring the contaminating 
matter. — New Orleans Times-Democrat. 



Fig. l.-WEIGHING GASES. 

the old aqueduct. The character of a tunnel in sohd 
rock was obtained by the selection of such a line. As 
far as possible, open cuts and soft ground were avoided. 
Conditions exactly opposite to those sought for by the 
old engineerB were desired. 

On the south side of the Croton Dam, a high hill of 
solid gneiss rock rises. Through this the aqueduct is 
driven. So precipitous was the bank, that there was 



GENERAL FLAN OF CONNECTIONS AT NOBTHEBN TEE- 
MINUS OF THE NEW YORK AftUEDUCT. 

At the northeast corner two inlets, one vertically 
above the other, are situated. The lower one is 
termed the by-pass inlet. This provides for the with- 
drawal of water from the present Croton Lake. Forty- 
four and one-half feet above it is a second inlet. This 
emerges from the bank far above the level of the top 
of the dam and west of its line. It is designed as a sur- 
face outlet for the new lake to be established by the 
Quaker Bridge Dam. Finally, on the north side of the 
building two additional inlets are arranged. One is at 
the level of the by-pass ; the other, vertically above it, 
is sixteen feet higher in elevation. These also open 
into the valley west of the dam. One is termed the 
bottom inlet, the other the middle inlet. 

Until Quaker Bridge Dam shall have been finished, 
only one inlet will be operative. This is the by-pass 
inlet. When the new aqueduct begins its work, it will 
receive all its water through this. The other three 
inlets are for use when the new lake will be established. 
Then the present Croton Dam will be immersed under 
many feet of water. The three inlets now exposed 
will also be submerged, and water can be taken from 
top, middle, or bottom layer, at will, of the new lake. 
Each inlet is circular and fourteen feet six inches in 
diameter. 

There is no intention of abandoning the present 
aqueduct. Hence a second outlet is arranged which 
ultimately is to connect with it. This starts from the 
northwest corner of the gate house, and, sweeping to- 
ward the north, is eventually to be joined to the old 
aqueduct. Its diameter is eight feet six inches. It is 
circular in section. 

The general plan of the building is well shown in the 
bird's eye view of its foundation. Some of the minor 
features do not appear, as they are hidden by the sup- 
erincumbent masonry. Thus, a chamber is arranged 
for a turbine which is to supply power for the differ- 
ent operations. A drainage well and sump are ar- 
ranged to keep the chambers clear of sediment. When 
completed, it will be one of the most substantial and 
complete buildings of its class in the world. Its founda- 
tions, as is clear from what we have said, will be almost 
monolithic in character. 

As the submersion of much of the present roadway 
is inevitable when the great dam will be completed, a 
new one has been included in the plans. Along the 
front of the river bank a high retaining wall is to be 
carried, and the space back of it is to be filled in. The 
new road will run along this between the gate house 
and the reservoir. 

The change to be effected in the surrounding country 
by the Quaker Bridge Dam is very great. The sites of 
many buildings will be immersed. The water will rise 
above the level of the old gate house, and will wash 
against the retaining wall nearly as high as its coping. 
The present lake will be increased immensely in area 
as regards the portion above the Croton Dam, while 
many miles of country between it and Quaker Bridge 
will also be converted into a lake. The scene of the 
operations we describe is well worth a visit, and the 
contrast between the lake of to-day and that of the 
next decade will be a most impressive one. 



SIMFLE EXPERIMENTS IN PHYSICS. 

BY GEO. M. HOPKINS. 

WBIBHING GA.SES. 

In former experiments illustrating the diffusion of 
gases, it was shown that carbonic acid gas was very 
much heavier than air, by pouring the gas from one 
vessel to another, thus to a great extent displacing the 
air in the receiving vessel, in the same manner as it 
would be displaced by the pouring in of a liquid. In 
the case of pure hydrogen or illuminating gas, the 
order of things was reversed ; i. e., to fill the vessel it 
was necessary to invert it, so that the air might be dis- 
placed by the rising of the gas, which is so much lighter 
than air. 

To show visibly that one gas is heavier than air 
and the other lighter, a pair of balances may be 
pressed into the service. If the balances are not at 
hand, a pair may readily be made of wire, as shown in 
the engraving. All the pivots should be made V- 
shaped, to reduce the friction to a minimum. The pivot 
of the beam should be a little higher than the bearing 
surface of the hooks at the ends of the beam. The coni- 
cal scale pan may be made of paper, by radially slitting 
a disk, overlapping the edges, and sticking them to- 
gether. The paper box for receiving the gas is five 
inches in each of its dimensions, and is suspended from 
the scale beam by a wire stirrup, so that it may be re- 
versed. After bringing the scale to equilibrium in air 
by placing some small weights in the pan, the air con- 
tained by the box may be displaced by pouring in car- 
bonic acid gas. The box will immediately descend, 
showing that carbonic acid gas is heavier than air. 
Allowing the weights in the pan to remain the same, 
the paper box is inverted, when the carbonic acid falls 
out, and air takes its place. The balance beam again 
becomes horizontal. Now, by opening a jar of hy- 
drogen under the box, the air is again displaced, this 
time, however, by the rising of the inflowing gas. 
When the greater portion of the air is replaced by hy- 
drogen, the box rises, showing by its buoyancy that 
its contents are lighter than air. If the balance is 
allowed to remain for a time, the gas will be diffused, 
and the balance beam will return again to the horizon- 
tal position. 

In Fig. 2 is shown a very simple wheel, to be operated 
by gases. The wheel consists of a disk of light but 
stiff card board, mounted between two corks on a 
straight knitting needle, and provided around its per- 
iphery with buckets formed of squares of writing paper, 
attached to the periphery of the disk by two adjoining 



Thk man who has " grit" and ability and is willing 
to start in business, in a small way, usually makes a 
success of it. 




rig.2.-GAS WHEEL. 

edges so as to form hollow cones, as shown. The knit- 
ting needle is journaled in wire or wooden standards, 
and lubricated so that it may turn freely. Carbonic 
acid gas may be generated in a pitcher and poured 
upon the wheel in the manner illustrated. By making 
the wheel large enough and carefully balancing it, it 
may be turned by liberating hydrogen gas under the 
mouths of the buckets. 



) 1888 SCIENTIFIC AMERICAN, INC. 



88 



^mntiiu %mmtm. 



[August ii, 1888, 



Indian Horsemausblp. 

A correspondent of the Omaha Herald has been 
among the Indians, and this is how he tells of what he 
saw : 

In the Indian camp of the Arapahoe chief Friday, 
we saw many curious scenes and learned much of 
Indian life. One day Friday said to me he would 
like to show off his young men and let me see how well 
they could ride. At first I expected some treachery, as 
the whole herd of ponies was in the hands of the troops. 
The old chief, however, was so earnest and apparently 
honest about it, I told the captain, who had the herd 
in charge, he might let Friday have fifty ponies for his 
young men. In about an hour they drew up before the 
tents in war paint and feathers, and were as fine a look- 
ing set of young fellows as I have ever Seen. Hardly 
one but was six feet in height and beautifully propor- 
tioned. They sat their horses like centaurs, and were 
ease and grace itself in the saddle. At a signal from 
the chief they began their movements with a yell that 
sent the blood curdling to the heart, and was enough, 
if heard unawares or in the night time, to make one's 
hair stand on end. In a momenttlieyhad disappeared 
over a neighboring hill to the right, and I thought they 
had gone ; but hearing a mighty trampling of horses, 
I looked to the left, and there they came. I can com- 
pare it to nothing but the wind, and they swept by so 
compact that they looked like a ball of horses and 
men. 

Splitting in two, one body swept to the right and 
another to the left, and again disappeared. In about 
two minutes the two bodies charged each other in solid 
lines, and I waited breathlessly for the shock, but, as 
the horses' heads almost touched each other, the files 
skillfully opened to the right and left, and the lines 
passed through the intervals without touching. Wheel- 
ing to the right about they passed back in an instant, 
and again disappeared over the hills. It was about 
fifteen minutes before they came in sight, and Friday 
informed me that they were blowing their horses. 
Presently on they came and wheeled by fours, formed 
columns, and finally deployed as skirmishers. It was 
now we saw the finest individual horsemanship. Some 
would approach lying so close to the pony's back that 
nothing but the horse could be seen. Others stood up 
and rode as circus men do. Some would hang with one 
foot and one hand on the horses and sweep by, their 
bodies completely protected by the bodies of the ani- 
mals. Some leaped upon the ground, holding to the 
mane of the horse, and after running a step or two would 
swing themselves up on the backs of the horses again 
as easily as any circus man eould do it. The positions 
they assumed and the feats of horsemanship they per- 
formed were incredible, and 1 doubt if anything out- 
side of a circus ring ever equaled it. They would throw 
objects on the ground and pick them up again while 
passing at full speed, the warriors hanging to the sides 
of the horses with one foot and one hand. They drew 
bows and shot arrows from underneath the necks and 
even the bellies of their horses while riding at a fast 
gallop. 

Our cavalry could not learn to ride as well as these 
Indians did if each man was trained for twenty years. 
They exchanged horses while riding, and got behind 
each other. One man would fall off his horse as if 
wounded, and two others would ride up beside him, 
and, taking liim by an arm and leg, swing him between 
their horses and carry him off. The exhibition, or 
drill, as Friday called it, lasted nearly two hours, and 
the men and horses were completely exhausted. I had 
never seen such magnificent feats of horsemanship in 
my life, and I freely said so. At this Friday was much 
pleased, and calling up the young men, repeated to 
them in a loud voice what I had said, and added a few 
words of his own, complimenting them. The young 
men were very proud of the manner in which they had 
acquitted themselves, and I could imagine the feelings 
of their parents and sweethearts. The performers 
were much worn out, some of them being hardly able 
to stand after their violent exercise, and all the evening 
I saw them Ij'ingin the lodges, where the Indian women 
brought them food, bathed their hands, arms, and 
limbs, and combed their hair. 

^ « « » ♦ 

Britlsli Frozen ITIeat Imports. 
How firmly the trade in frozen meat is now estab- 
lished in the United Kingdom may be gathered from 
the following figures, which represent the number of 
carcasses of mutton and lamb imported for the first 
quarter of the present and three previous years : 

From 1885. 1886. 1887. 1888. 

Australia 26,886 3,364 33,366 16,193 

New Zealand 97,538 165,974 188,397 309,096 

River Plate, etc 51,688 91,406 83,648 35,097 

Totals 176,106 349,743 844,311 350,385 

The figures here given from the British Trade Jour- 
nal refer only to the numbers imported via London 
The bulk of the River Plate frozen meat is now di- 
rected to Liverpool, and how extensive it is "may be 
inferred from the fact that the frozen mutton alone. 
Imported there from the River Plate, during the first 
three months of the present year, amounted to 163,000 
carcasses." 



Neur Steel Casting Process. 

The process of Bott & Cousins, as described by the 
inventors, consists in passing molten steel or iron 
through a bath or filtering medium of a purifying and 
deoxidizing alloy of less specific gravity than either 
steel or iron, such bath or filtering medium rising and 
forming a stratum or film on the surface of the molten 
steel or iron, through which every particle of such steel 
or iron subsequently melted passes before reaching the 
lower part of the furnace from which it is tapped. 
The fusion is effected in a cupola of Mr. Bott's own 
design. The lower part or crucible of the cupola is 
surrounded by a cylinder of larger diameter, forming a 
chamber around the tuyeres, in which the air becomes 
effectually heated. With a pressure of blast such as is 
usually sufficient for an ordinary foundry cupola, Mr. 
Bott's cupola will melt a mixture of 85 per cent of Bes- 
semer rail scrap and 15 per cent of hematite pig, which 
in its descent is made to pass through an alloy, the 
chief active component of which is titanium. The 
alloy in question, which is produced in the cupola at 
the commencement of the operation, is obtained by 
using Belfast aluminous ore, which contains from 10 to 
13 per cent of titanium. The stratum of alloy should 
not be less than 1 in. in thickness for each ton of iron 
or steel to be treated. The effect of passing the steel as 
it melts through this deoxidizing layer is to clear it of 
impurities, especially those of a gaseous character, and 
the resulting castings are free from honeycombs or 
blowholes. Indeed, it is chiefly in this respect that 
the process is considered to be of greatest value, as a 
vast number of articles which, on account of the pro- 
pensity referred to, could not be made as castings, but 
had to be either forged or rolled, are now actually 
being made by Bott & Cousins' process as castings, and 
that in green sand. 

Some expansion joints for Knapp boiler tubes 3-16 in. 
thick were shown, which gave perhaps as good an idea 
of what the process is capable of as the more ponder- 
ous, but equally thin, chimney bases and domes, which 
are being made to the order of the Midland Railway 
Company. So valued is this property of soundness in 
castings, especially for ordnance purposes, when com- 
bined with the requisite tenacity and ductility of the 
material, that the attention of the gun makers to the 
process was very readily obtained, and their growing 
confidence is well illustrated by the repeated orders for 
various articles which enter into the composition of 
the most modern pieces. In this connection it may be 
mentioned that the Turkish government are making 
arrangements to purchase the right of using the pro- 
cess at the Imperial Ottoman Arsenal. The ductile 
character of the material was clearly shown by a num- 
ber of castings which had been twisted and battered 
into such shapes as one would imagine only the mildest 
Siemens steel forgings could be made to assume. A 
quantity of small rings and spanners had been thus 
treated, and some small cog wheels showed the ad- 
mirable toughness of the metal by the way in which 
the teeth had stood without fracture the blows of a 
heavy hammer, the teeth having simply bent over and 
become flattened in the adjoining spaces. This ductil- 
ity is obtained by annealing the castings in a suitable 
furnace, and although cast in steel of 1'50 per cent to 
1 "80 per cent" of carbon, the inventors claim that the 
castings can be reduced to the mildesttemper by pack- 
ing them in sand or lime, by reason of the material 
containing no graphitic carbon, as is the case with 
malleable cast iron, "the annealing simply settling the 
strain incidental to cooling and crystallization." 

The inventors claim that the time required for an- 
nealing in this process is much shorter than with 
ordinary steel castings, and that therefore delivery can 
always be effected within a week from receipt of order. 
Other claims are also made which are of considerable 
importance. 

It is well known that, to obtain a sound casting 
in steel, with most methods in use, a very high "riser" 
is necessary, which also means a high gate, and conse- 
quent waste of labor and material. By this process, 
however, the metal, being freed from all gaseous consti- 
tuents, lies quiet in the moulds, and the precaution of 
a high riser is found unnecessary, which is no slight 
advantage, especially in casting small articles, when the 
weight of the waste metal may by the older processes 
considerably exceed that of the articles themselves. 

The purification referred to does not affect the tem- 
perature of the molten metal at the moment of casting, 
the steel running quickly into the moulds, as was 
evidenced by the thinness and superficial extent of 
many of the specimens shown. To obtain some of 
these articles, the steel is made to contain as much as 
1"50 per cent to 180 per cent of combined carbon, and 
it will therefore be obvious that the material can be 
made to take a sharp cutting edge. 

No comparative series of tensile tests appear as yet 
to have been made, the inventors having chiefly di- 
rected their endeavors to obtaininj; soundness and 
ductility in their castings ; but some isolated experi- 
ments have given 32 tons per square inch, combined 
with great ductility. 

Messrs. Bott & Cousins believe their invention to be 
specially applicable to tha production of «teel «helU 



and projectiles, the method for the manufacture of 
which they describe as follows : The green sand moulds 
are formed in the usual way, and dusted with plum- 
bago or other heat-resisting facing, sufficient to with- 
stand the heat of the melted steel. The core of the 
shell or other article is made collapsible. The metal, 
after being melted and passed through the alloy, is 
drawn off and poured into the moulds in the usual 
way. As the castings begin to cool they contract, and 
the outer mould, being changed from green to dry 
sand, peels off ; while the inner mould or core collapses 
and falls to pieces, thus allowing the articles to con- 
tract freely and equally, which is impossible if a baked 
composition mould and core had been used. The col- 
lapsible cores described have a green sand facing on a 
foundation of hemp or other fiber, carried on a per- 
forated tube. 

We may state that the process has passed far 
beyond the mere experimental stage, as it has been in 
operation at Penney & Co.'s, limited, Lincoln, who 
have been working it since October of 1887 ; and since 
February of this year they have been steadily turning 
out about 3 tons of these castings per week, which, 
considering that a vast number of the castings only 
weigh a few ounces, is a sufficient proof of the ap- 
preciation in which this firm hold the process. 

There can be no doubt that the simplicity of the 
plant required, and the easy adaptability of the pro- 
cess to existing conditions, are advantages of such 
magnitude that it must quickly become a powerful 
co-operator in the great field which is daily enlarging, 
and in which the manufacturers of the steel castings are 
reaping a rich harvest. — Industries. 



A Nenr Constituent of Tea. 

At a recent meeting of the Physiological Society, 
Berlin, Prof. Kos&el spoke on a new constituent of tea. 
Inasmuch as the presence of caffein in tea does not 
suffice to explain its physiological action, he had ex- 
amined it for other bases, and found in the leaves of 
tea, in addition to adenin, a new well characterized 
base whose composition is CiHsNiOa, to which he has 
given the name of theophyllin. Theobromin and par- 
axanthin have the same chemical composition as theo- 
phyllin, but the latter differs from the former by a 
series of well marked chemical reactions. One question 
of special interest was as to the constitution of the new 
base, which belongs to that class of substances known 
as the xanthin bodies. Fischer has shown that xanthin 
yields alloxan and urea when oxidized; and, similarly, 
it is known that theobromin is dimethylxanthin, 
yielding, by oxidation, methylalloxan and methylurea ; 
as also that caffein is trimethylxanthin, yielding, by 
oxidation, dimethylalloxan and monomethylurea. The 
question hence arose as to the constitution of the new 
base, which, since it is isomeric with theobromin, is 
also presumably a dimethylxanthin. Since the speaker 
was in possession of so limited a quantity of the sub- 
stance that he could not proceed to oxidize it, he pro- 
ceeded by a different method, and introduced a methyl 
group into the molecule of theophyllin. On perform- 
ing this experiment he obtained caffein, from which it 
must be concluded that theophyllin contains one 
methyl group united to a residue of urea, and one to a 
residue of alloxan, and has therefore a constitution 
identical with that of theobromin. It still remains to 
investigate the physiological action of the new base. 



An Interesting Trade Mark Decision. 

Vice-Chancellor Vanfleet, of New Jersey, rendered a 
decision, on Julj'24, which is of much interest as affirm- 
ing the true legal status of a trade mark. The Cigar- 
makers' International Union have a label which they 
authorize any manufacturer of cigars employing 
members of their association to use on his packages 
or boxes. The label has been counterfeited, and suit 
was brought under the trade mark law against a 
manufacturer alleged to have used such labels. The 
defense was made that no cause of action was shown, 
and that the label was no trade mark. 

The court sustained the latter ground of defense. It 
affirmed that a trade mark must have three characters. 
It must be new as regards the article to which it is ap- 
plied ; it must be applied to some article of traffic ; and 
the proprietor must put upon the market his article 
marked with the trade mark. No person can acquire 
right to a trade mark unless he puts merchandise or a 
vendible commodity on the market marked or dis- 
tinguished by his particular mark. As the complain- 
ants had not shown that they ever placed the label 
upon their own goods, their complaint was without 
force. The court held that mere adoption of a mark 
and a publicdeclaration that the mark so adopted will 
be used to distinguish goods to be put on the market at 
a future time creates no right. 



ArtlAcIal Klica. 

A process is described by M. Doelter by means of 
which the author has artificially reproduced the chief 
minerals of the mica group, as well as of natural scapo- 
lite. He has already effected the synthesis of biotite, 
phlogopite, muscovite, and lepidolite (zinnwaldite va- 
riety). 
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SAND OBOTJSI! (Syrrhaptea paradoxut). 
From articles published in the German papers during 
the last few weeks it appears that this interesting bird 
is becoming more common in Germany. The first 
appearance of the Syrrhaptes, whose home is in Asia, 
especially Tartary and Mongolia, was in 1857, and cre- 
ated a great sensation because the bird had only been 
known to zoologists and visitors at zoological gardens 
since its accidental discovery by Pallas during his trav- 
els through Siberia (1768 to 1774). It belongs to the 
Pteroclidce family, but it shows many characteristic 
features peculiar to itself. Its anatomical construction 
has been said to combine the bustard, tho dove, and 
the domestic fowl. It is of about the same size as the 
domestic dove, and the color of its plumage varies from 
ashy gray to light 'yellow, matching that of the wide 
desert plains of its native steppes so well that it is 
scarcely discernible even with the sharpest eyes. Its 
head and beak are proportionately small, and the 
wings, which run out into long, sharp points, do not 
cross and cover the back, but hang down at the sides 
and extend in the same direction as the tail, which is 



Trees in Waabiugton. 

Mr. Peter Henderson, in the last number of Har- 
per''s Magazine, describes the tree planting which has 
been accomplished in the city of Washington during 
the last fifteen years. No less than 120 miles of streets, 
or 240 miles of trees, have been planted in that time, 
and in no other American city has street planting ever 
been attempted on anything like the same scale, or 
has produced results immediately so satisfactory. An 
examination, however, of the list of trees which have 
been planted, shows that the commission who have 
controlled these plantations have been governed by 
the desire for immediate effect rather than for the per- 
manent embellishment of the city. 

White maples, for example, line fifty-five miles of 
streets, or nearly one-half of the distance planted, six- 
teen miles are planted witli the cottonwood, and ten 
miles with the ash-leaved maple or box elder. These 
are all excellent trees for the prairies of Nebraska or 
Kansas, where trees are needed that can grow rapidly 
in a dry soil, and where all other considerations are 
secondary to immediate results, but they are entirely 



The commission have planted 273 oaks al I told, includ- 
ing' some Vvorthless European varieties. - Only 833 sugar 
maples have been planted, although this is one of the 
best street trees in the United States, whilw ten miles 
of Norway maples have been planted, in spite of the 
fact that it is in every way an inferior tree, and often 
disflguredin this country in summer by thrip. 

The white poplar of Europe is one of the ugliest trees 
ever introduced into this country ; 1,863 of these have 
been set along the Washington streets, or600niore than 
the number of honey locusts used, yet the honey 
locust is an excellent street tree — in many respects one 
of the best which has ever been tried in this country 
for the purpose. The trees to which we have here 
called attention — and there are many others which 
might have been selected in preference to those em- 
ployed by the commission — have all been successfully 
planted in towns in different parts of the country. In 
the town of Flushing in this State, for example, where, 
perhaps, more than in any other in this country which 
wo can now recall, there are lessons in street planting 
to be learned, both in regard to what trees to plant 




SAND GROUSE-SYREHAPTES PARADOXUS. 



held horizontally, the middle feathers being pointed 
also. Its feet are especially remarkable ; there is no 
rear toe and the three fore toes are thickly covered with 
feathers, so that the foot looks like a bent limb ill- 
adapted for scratching, or like a little flngerless glove. 
With his slow, tripping gait, the bird would remain far 
behind in a race with the red-legged partridge. His 
noisy flight seems very slow at first, but soon becomes 
remarkably rapid, making it exceedingly difficult for a 
pursuing falcon to carry out his murderous work. 

These birds build clumsy nests on the ground, in 
which the hen lays not more than three or four eggs, 
so that the increase of the Syrrhaptes is about the same 
as that of the partridge. The eggs are of a pure ellip- 
tical form, their ground color varying from a light 
greenish gray to a dirty brownish gray, and on this 
ground there are usually dark brown spots. Its prin- 
cipal nourishment consists of grass seed and tender 
leaves. It will be a long time before this bird can be 
considered as game, although special laws have been 
made for its protection. — Illustrirte Zeitung. 



Santa JUonlca, Gal., Breakwater. 

Gen. Duane reported to the Secretary of War, in 
respect to the above work, that the construction of 
such a breakwater is believed to be entirely feasible, 
but its cost will be necessarily great, probably not less 
than $6,000,000 ; and that the work could not be advan- 
tageously undertaken without at least an appropria- 
tion of $600,000 to permit a proper beginning. 



out of place in a city of the architectural pretensions 
and of the climate of Washington. 

They are trees with brittle branches, and neither 
long-lived nor in any way suited to adorn the capital of 
a country like the United States, rich in trees unsur- 
passed in beauty and variety. Indeed, it would be 
difficult to select three deciduous trees in the forests of 
this country less fitted for this particular purpose. 
They are very easily and quickly raised, they are 
readily transplanted, and they grow with great ra- 
pidity. They soon become unshapely and unsatisfac- 
tory, however, and any city where the streets are 
planted with them will have a cheap appearance, 
whatever may be the character of its buildings. 

The number of fine trees which could be used to 
adorn appropriately the streets of Washington is con- 
siderable. The tulip tree is perfectly at home in that 
climate. It is one of the noblest trees of the American 
forest. There are few more beautiful trees anywhere. 
The commission have planted only 1,713 tulip trees. 
Some of the American oaks are admirable street trees, 
notably the pin oak, the red oak,- the willow oak, the 
scarlet oak, and the shingle oak. These all thrive in 
the neighborhood of Washington, andtheyareall trees 
which can be easily grown and transplanted. They 
grow rapidly, too, as doesthe tulip tree, although less 
rapidly in youth than cottonwoods and soft maples, 
but they go on increasing in beauty for a century, and 
might be expected to last in Washington for a much 
longer period even. 



and what trees not to plant, there are rows of noble 
tulip trees, and pin oaks, willow oaks and lindens, 
which speak for themselves, and show how beautiful 
a well plantedstreet can be made. 

The trees planted in Washington have been badly se- 
lected, and the permanent results of these plantations 
cannot fail to be disappointing. The methods, however, 
of planting, of pruning, and of protecting the trees 
adopted by the commission, as described by Mr. Hen- 
derson, are admirable, and faraheadof anything which 
has been done in urban planting in this country. It is 
not surprising, therefore, that the immediate results 
obtained are so satisfactory. — Garden and Forest. 



Tbe Poppy as a Bank Protector. 

The Manufacturers'' Record, in an article recommend- 
ing opium culture in the South, says that, once sown, 
the poppy is self-perpetuating, and is, in fact, hard to 
exterminate, reciting the fact that within the last two 
or three years eminent French engineers have under- 
taken the sowing of railroad embankments with poppy 
seeds, as, when once established, that prolific plant 
would cover thesoil with a network of roots that would 
prevent it froux washing away during heavy rains or 
from upheaval when frost was coming out of the 
ground in the spring. 

The suggestion seems good enough to warrant a trial. 
Surely a bank of poppies would present advantages in 
an sesthetio point of view over a bank of pig weed, 
thistles, and tomato cans. 
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EKGINEEBIKG INTENTIONS. 

A car door has been patented by Mr, 
John W. Shewmaker. of Terre Haute, Ind. It is a 
sliding door for a freight or grain car, the invention 
covering various novel constructions and formations of 
parts of the car and door in relation to each other. 

A car coupling has been patented by 
Mr. William H. Griffith, of Bolivar, Texas. Its con- 
struction is such that the coupling pin is normally held 
in position for engagement with the link, and the 
latter is also normally held to enter and engage the 
meeting drawheads and automatically release the 
coupling pin, avoiding the necessity of train men going 
between the cars. 

A machine for laying^ railroad tracks 
has been patented by Mr. Marion Smith, of Durham, 
Kansas. A flat car has a pivoted truss frame supported 
at its rear end, a wheel supporting the front end of the 
truss frame, in combination with a rope passing over 
:a pulley held on the truss frame, and a gauging and 
drawing device held on each end of the rope, with grip- 
ping and supporting devices adapted to travel on the 
ropes, and other novel features. 



AGBICULTTTBAL INVENTIONS, 

A wheel hay rake has been patented 
by Mr. Henry W. Kramer, of Newtonville, Ind. It is a 
rake adapted to carry its load to the barn or stack 
before discharging it, thus avoiding the necessity of 
loading the hay upon wagons, the invention covering 
various novel details of construction, combination, and 
arrangement of parts. 

A grain drill has been patented by 
Mr. Alexander C. McClelland, of Island City, Oregon. 
For opening the furrow a flat-sided disk is employed, in 
combination with a plate in contact with it at the 
forward edge, but separated at the rear side, so that 
they co-operate to form the furrow, the device also con- 
ducting the grain lo its place and avoiding side draught. 

A harrow has been patented by Messrs. 
George Melson and Robert H. Harper, of Eugene City, 
Oregon. This invention covers a novel construction 
and arrangement of the parts of the harrow frame or 
beams, and of the headed ends of the teeth shanks or 
standards, as also a novel formation of the teeth, to 
promote the lightness, strength, durability and efficiency 
•f the machine. 



A hame has been patented by Mr. 

William T. Steams, of Gettysburg, Dakota Ter. 
Combined with the hame is a f>taple having along its 
length open seats for the eye of the trace tug to rest in, 
in connection with a bar guided upon the end sections 
of the staple and forced toward the seats by spiral 
springs, so as to hold the eye in any one of the seats in 
which it may be adjusted. 

An electric governor has been patent- 
ed by Messrs. Horace W. Parsons and John Hoduit, of 
Wamego, Kansas. It ie a centrifugal governor, with a 
contact piece moved by the centrifugal action of the 
governor, and combined therewith is a condenser for 
preventing sparks at the contact surfaces, for control- 
ling the current from a dynamo and governing the 
speed of electric motors. 

A pea sheller and separator has been 
patented by Mr, William A. Slappey, of Port Valley, 
Ga. It has a cylindrical beater, armed with spikes, 
journaled in a suitable framing, in connection with a 
feeding arrangement with a number of fingers, and a 
fan arranged in a suitable case to force air against the 
shelled peas and separate them from the husks, dust, 
etc. 

A storage battery has been patented 
by Mr. John A. Enos, of Boston, Mass. Combined 
with the battery case and a horizontal shaft arranged to 
rotate therein are two spirally wound metal ribbons 
forming the two elements, the ribbons being insulated 
from each other and attached to the shaft, the invention 
being also applicable in the construction of primary 
galvanic batteries. 

A current receiver for electric railway 
cars has also been patented by the same inventor. It is 
for use with motors operated by storage batteries 
charged at intervals along the line by contact of ter- 
minals with posts or standards connected to a main 
generator, the car having long Conductors adapted to be 
brought into rubbing contact with brushes on the posts, 
the conductors being adjustable to be raised or lowered 
as required in passing under bridges, etc. 
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HISGELLANEOTJS INVENTIONS. 

Improvements in commodes, earth 
closets, and similar appliances form the subject of a 
patent issued to Mr. Charles Ij. Doll, of St. I^ouis, 
Mo. The invention covers a novel construction and 
combination of parts in commodes or earth closets, and 
adapted to be readily cleaned. 

A photographic bath has been pa- 
tented by Mr. Alexander Anderson, of Elgin, Scotland. 
It is provided with means for lifting the negative out 
of the solution without applying the finger directly to 
the plate, for which purpose it has a novel form of 
angled finger pivoted to one end of the bath dish. 

An improved gearing has been patent- 
ed by Mr. Ole O. Kravik, of St. Carl, Dakota Ter. 
This invention covers novel details and combinations 
of parts in a gearing for rapidly transmitting motion, 
and adapted, by duplication of its parts, for obtaining 
a rotary motion at any desired rate of speed. 

A die and dice box has been patented 
by Mr. Reinhold F. De Grain, of Washington, D. C. It 
is a closed box or case with a chamber just the width of 
the dice, and having at one end of the chamber angular 
recesses where the dice come to rest, with holes through 
the sides of the case through which the numbers on the 
sides of the dice may be read. 

A cooking stove or range has been pa- 
tented by Mr. Isaac C. Schuyler, of Falls City, Neb. 
This invention covers a novel construction and com- 
bination of parts in a stove designed to save fuel and 
prevent radiation of heat into a room,'the surplus heat 
being used to raise the temperature of the draught 
before it enters the combustion chamber. 

A stomach pump has been patented 
by Mr. Horace W. Parsons, of Wamego, Kansas. This 
invention covers special constructions and combina- 
tions of parts in an apparatus designed for washing out 
and removing the contents of the stomach, bladder, or 
other cavities of the body, and &l8o applicable to vari- 
ous surgical and other operations. 

A trap for fish or game has been pa- 
tented by Mr. George H. Kile, of Mound Valley, 
Kansas. It consists of a cage with an opening having 
an inwardly tapering passageway, a grating hinged to 
the lower side of the opening, and double folding guide 
gratings hinged to the sides of the opening, with other 
novel features. 

A fruit holding device has been pa- 
tented by Mr. John J. W. Place, of San Mateo, Fla. It is 
a device for removing the rind from oranges, havisg a 
base in which is a pointed spindle, on which thje orange 
is to be impaled, while the base has an annular groove 
in which the juice may run and will not soil the hands 
or clothes. 

A fire escape has been patented by 

Messrs. Morris H. Marcus and Otis G, Moor**, of Knox, 
Pa. It consists of a flexible chute held extended by 
rings, with intermediate elastic bands, and with a 
blanket or sheet secured to its lower end, that persons 
may slide through the chute to escape from a fir*, the 
invention being an improvement on a former patented 
iovention of the same inventor. 

A fire escape has been patented by Mr. 
T. R. Budd, of Carthage, N. Y. It is of that class of 
fire escapes in which the body is suspended from a 
frame that slides upon a rope attached by one end to 
some suitable or convenient part of the building, and, 
by pulling upon the rope below the frame, the person 
descending, or one upon the ground, may regulate the 
rate of descent. 
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The charge for Insertion under this head is One Dollar 
a line for each insertion ; about eight words to a line. 
Advertisements must be received at piMication office 
as early as Thursday 7noming to appear innext issue. 



TABLE OF CONTENTS. 

1. Elegant plate in colors of a dwelling at Glen Ridge, 

N. J., with fioor plans, sheet of details, etc. Cost, 
eight thousand five hundred dollars. 

2. Plate in colors of a fire engine house of moderate 

cost. Details and fioor plans. 

3. Perspective view and floor plans of a residence at 

Black Rock, Conn. Cost, six thousand dollars. 

4. Sketch of an uptown block of attractive residences. 

New York City. 

5. Floor plans and perspective elevation of two Queen 

Anne cottages, lately completed at Bath Beach, 
Long Island. Cost, four thousand dollars each. 

6. Design and floor plans for a two thousand dollar 

house lately built at Bridgeport, Conn. 

7. Perspective and floor plans of an attractive resi 

dence lately built at Bridgeport, Conn. Cost, two 
thousand eight hundred dollars. 

8. A six hundred dollar cottage built lately at Bridge- 

port, Conn. Perspective and floor plans. 

9. Plans and perspective view of a seaside cottage 

lately erected at Bath Beach, Long Island. Cost, 
three thousand five hundred dollars. 

10. Engraving and floor plans of a neat little double 

house lately erected at Bridgeport, Conn., costing 
one thousand eight hundred dollars. 

11. A country residence in France. Perspective and 

plans. 

12. Engraving of the palatial stables of Mr. D. Edgar 

Crouse, Syracuse, N. Y. 

13. Plans and perspective for a carriage house, barn, 

etc. Cost, two thousand two hundred dollars. 

14. Elevation and floor plans for a double house cost- 

ing complete four thousand two hundred dollars. 

15. New Congregational Church at Beckenham, Kent, 

England. 

16. Page of designs of New England residences. 
Miscellaneous contents: Vegetable glue. — Fourth 

of July flres.— The slag water closet.— Rust in 
water pipes. — Laying out the joints of an ellipti- 
cal vault, illustrated.— The tulip and other trees. 
— Architectural school houses. — Hanging baskets. 
— To estimate the power of a stream. — Manufac- 
turing progress in the South. — How to grow 
quinces. — Mixed wheats. — New ceiling for the 
Assembly chamber of the New York State Capi- 
tol.— Transplanting large pines. — Galveston arte- 
sian wells. — Poisonous wall paper and carpets.— 
The testing of Portland cement. — The humming 
bird. — Manila hemp in plaster. — A perfect hen 
house. — Examination questions for plumbers. — 
Road improvements.- The " Patten " metallic 
shingles and siding plates, illustrated. — The pool 
of Bethesda.— Carl Pfeiffer.— Creosote wood pre- 
serving stains. — House heating by hot water cir- 
culation, illustrated. — Ohio's largest poplar. — 
Mortar. — Irrigating wheels. — Liquid fish glue. 
The Scientific American Architects and Builders 
Edition is issued monthly. $2.50 a year. Single copies, 
35 cents. Forty large quarto pages, equal to a^bout 
two hundred ordinary book pages ; forming, practi- 
cally, a large and splendid Magazine of Architec- 
ture, richly adorned with elegant plates in colors and 
with fine engravings, illustrating the most interesting 
examples of Modern Architectural Construction and 
allied subjects. 

The Fullness, Richness, Cheapness, and Convenience 
of this work have won for it the LAROEst CiRCtitATiON 
of any Architectural publication in the world. Sold by 
all newsdealers. 

MUNN A CO., PtTBLISHBRfl, 

361 Broadway, New York. 



Wanted. — A business man, holding for 20 years a re- 
sponsible position with a l&Tge manufacturint? corpora- 
tion, now retired, wishes a situation where his experience 
and ability can be utilized. Good manager and salesman. 
No objection to travel. Hifrbest testimonials for busi- 
ness ability and intetrrlty in New York, Philadelphia, 
and Boston. Address B. W. G., care box 1353, Philadel- 
phia. 

A 20 ft. iron planer, 5 tons, $1,500. J. O. Campbell & 
Son, Louisville, Ky. 

For Sale or Rent — A large brick factory, with engine, 
boiler, etc. On river front, at Kavenswood, L. 1., oppo- 
site 70th St., New York. Owner, box 3341. New York. 

Pratt <fe Letchvx}rth, Buffalo, JV. K, 
solicit correspondence relative to manuf acturins spec- 
ialties requiriDff malleable gray iron, brass, or steel cast- 
ings. 

For Sale Cheap — 35 volumes Scientific American. 
J. RingKold, Quincy, 111. 

Wanted^Hardware specialties to manufacture, or 
will buy good patents. Address, with particulars, Ex- 
celsior, box T?3, New York. 

For the latest improved diamond prospecting drills, 
address the M. C. Bullock Mfg. Co., Chicago, 111. 

The best Oqff'ee roasters, coolers, stoners, separators, 
polishers, scourers, glossing apparatus, milling and 
peaberry machines: also rice and macaroni machinery, 
are built by The Hungerford Co., 69 Cortlandt Street, 
New York. 

Safety water columns. Cheaper than explosions or 
burned boilers. For illustrated price list, Reliance Gauge 
Co., Cleveland, O. 

Steam Pipe Covering, Sectional and Plastic. Write 
for Pamphlet. Jno. A. McConnell & Co., 69 Water St., 
Pittsburgh, Fa. 

Nickel Plating.— Manufacthrers of pure nickel an- 
odes, pure nickel salts, polishing comp08itiODA,etc. (100 
"lAttle Wonder." A perfect Electro Plating Machine. 
Agents of the new Dip Lacquer Krlstaline. Complete 
outfit for plating, etc. Hanson, Van Winkle & Co., New- 
ark. N. J., and 92 and 94 Liberty St., New York. 

Perforated metals of all kinds for all purposes. The 
Robert Aitchison Perforated Metal Co., Chicago, Til. 

The Railroad Gazette, handsomely illustrated, pub- 
lished weekly, at 73 Broadway, New York. Specimen 
copies free. Send for catalogue of railroad books. 

The Enowles Steam Pump Works, 113 Federal 
St., Boston, and 93 Liberty St., New York, have just is- 
ined a new catalogue, in which are many new and im- 
proTedformsof Pumping Machinery of the single and 
duplex, steam and power type. This catalogue will be 
mailed free of charge on application. 

LinJi Belting and Wheels. Link Belt M. Co., Chicago. 

Presses & Dies. Ferracute Mach. Co., Bridgeton, N. J 

The Holly Manufacturing Co., of Lockport, N. Y., 
will send their pamphlet, describing water works ma- 
chinery, and containing reports of tests, on application. 

Lockwood's Dictionary of Terms used in the practice 
of Mechanical Engineering, embracing tbose current in 
the drawing office, pattern shop, foundry, fitting, turn- 
inir, smith's and boiler shop, etc., comprising over 6,000 
definitions. Edited by a foreman patternmaker. 1888. 
Price. $3.00. For sale by Munn & Co., 361 Broadway, New 
York. 

Duplex Steam Pumps. Volker & Felthousen Co., Buf- 
falo, N. Y. 

Gardner & Miller^s Patent Belt Clamps, 8 sizes. Bil- 
lings & Spencer Co., Hartford, Conn. 

We are sole manufacturers of the Fibrous Asbestos 
Removable Pipe and Boiler Coverings. We make pure 
asbestos goods of all kinds. The Ctaalmers-Spence Co., 
il9 and 425 EastSth Street. New York. 

The Improved Hydraulic Jacks, Punches, and Tube 
Expanders. R. Dudgeon. 24 Columbia St., New York. 

Safety Elevators, steam and belt power ; quick and 
smooth. The D. Frisbie Co., 112 Liberty St., New York. 

Tight and Slack Barrel Machinery a specialty. John 
Greenwood & Co., Rochester. N.Y. See illus. adv.. p. 28. 

Rotary veneer basket and fruit package machinery. 
I. E. Merritt Co., Lockport. N. Y. 

^^Send f ornew and complete catalogue of Scientific 
and other Books for sale by Munn & Co., 361 Broadway, 
New York. Free on application. 
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HINTS TO CORRESPONDENTS. 

Names and Address must accompany all letters, 

or no attention will be paid thereto. This is for our 

information, and not for publication. 
Rererenees to former articles or answers should 

give date of paper and page or number of question. 
Inquiries not answered m reasonable time should 

he repeated; correspondents will bear in mind that 

some answers require not a little research, and, 

though we endeavor to reply to all, either by letter 

or in this department, each must take his turn. 
Special IVrltten Information on matters of 

personal rather than general interest cannot be 

expected without remuneration. 
Scientlllc American Sn|»plements referred 

to may be had at the office. Price 10 cents each. 
Books referred to promptly supplied on receipt of 

price. 
minerals sent for'examination should be distinctly 

marked or labeled. 



(1) J. A. S. writes : A lightning rod 
company putting up rods in this section use a copper 
cable about half an inch in diameter, but do not use any 
glass insulators at all, only a metal support, allowing 
the rods to rest against the walls of the building. Is 
this safe? A. Lightning rods properly put up, that are 
large enough and have a metallic connection with the 
water way in the soil, are undoubtedly safe. Insula- 
tion is not BO desirable as a perfect connection with 
the underground water. Atmospheric electricity will 
jump the Insulators as quickly as if they were not 



there, if the ground connection is not perfect. The 
modern practice has been to use large copper conductors 
strapped to the building with extra large ground water 
connections, also of copper. Recent experiments have 
made it doubtful if the copper is a good material. See 
Scientific American, May 18, 1888, p. 312. 3. What 
causes the engraving of steel ball on last page of Scien- 
tific American to appear as though there was a com- 
pass needle quickly vibrating about its center. A pair 
of good eyes in a light room can readily see it. A. The 
circular lines produce an optical ill usion by rocking the 
paper around the center. Such effect is more apparent 
to astigmatic eyes. 3. Where do astronomers count 
right ascension from? A. From the vernal equinox, or 
point in the celestial sphere at which the sun crosses 
the plane of the earth's equator in its ascending or 
northern passage. Owing to the precession of the 
equinox of about 50 seconds per year, the right ascen. 
sion of the heavenly bodies is constantly changing. 

(2) T. G. T.— You will find a complete 

table of thecompression of air with the rise in tempera- 
ture, pressure, and volume, in Scientific American 
Supplement, No. 279, which we can mail for 10 cents. 
For preserving fence posts from rotting, either wet or 
dry, dip the posts or so much of them as will extend 
from the end to 6 inches above ground in hot coal tar, or 
use crude petroleum, well soaked in, or strong brine of 
salt and water boiling, in which immerse the posts for 
a few minutes or until they heat through. A boiling 
solution of sulphate of iron or copper half a pound to 
one gallon of water is also a good preservative. In a 
good hydraulic ram one-seventh of the water flowing to 
the ram may be raised four times the height of the fall 
to the ram, and one-fourteenth part to eight times the 
fall. The supply pipe should be in length five times 
the fall. 

(3) D. L. P. (Curacao, W. I.) asks : 1. 
When it is said in the Scientific American that a 
planet rises and sets at a certain hour, at what hour 
will it rise and set here? Our city ia situated 13° 6' 
latitude, 68" 58' longitude west of Greenwich. A. The 
rising and setting time for planets and stars is counted 
in hours from the sun's meridian, and as every place on 
the earth has its own solar meridian, the time as given 
is for any meridian of longitude. The revolution of 
the earth upon its axis makes the time of rising and set- 
ting agree with clock time for every longitude. The 
case is different for moments of time at which phe- 
nomena occur, as of eclipses and the like. In such 
cases the clock time becomes variable with all meridians 
and throughout the 34 hours. 2. What can be recom- 
mended to make finger nails hard, when too thin? A. 
Try wetting them occasionally with alum water, 3. 
What can be done to prevent the rusting of the spin- 
dles of our combination iron safe? -A. Try vaseline 
wiped on very thin. 

(4) J. M. asks (1) the easiest way' to 
I find the horse power of an engine. A. Multiply the 

area of the cylinder by the mean engine pressure, which 
may be from 75 to 90 per cent of the boiler pressure, due 
to the cut-off. Multiply this product by the speed of 
the piston in feet per minute. Divide the last product 
by 33,000. 2. How many square feet of heating sur 
face are generally allowed per horse power for steam 
boiler? A. 14 square feet heating surface for small 
boilers, 12 square feet in large boilers. 3. Which is the 
longest bridge in the world? A. The Tay— 10,800 feet. 
Next the Forth Bridge, 9,200 feet long. The Montreal 
bridge is 8,791 feet long. 

(5) Gr. B. W. — For concrete that does 
not shrink, use equal parts by measure of Portland or 
Kosendale cement and clear, sharp sand. Mix quickly 
to a thin paste with water, and then quickly mix there- 
with an equal bulk of fine broken stone, put in place 
and use a large faced hand ram to work the concrete 
even, with light strokes of the ram. A heavy shovel 
will answer the purpose for thin concrete. Galvanized 
iron will not corrode when set in concrete or asphalt 
composition. Mortar does not corrode galvanized iron. 
Mortar of lime and sand is cheaper than cement. 

(6) R. J. S. writes : I wish to gild a 
model of clay and to give the gilt surface a very bright 
polish. Will you oblige me by describing the process 
by which this can be attained, and also the recipe for 
imparting to the gold leaf a burnished luster. A. First 
give the model a coat of shellac varnish, then give it a 
coat of oil gold size. When this has dried to a point 
where it is slightly " tacky," apply gold leaf. If you 
want to burnish it afterward, you should use water 
gold size in place of oil gold size, and burnish with an 
agate burnisher. Both operations require considerable 
skill. 

(7) E. A. S. asks : 1. What determines 
whether or not dry colors mixed up with mortar and 
cements will be fast and not run? A. Colors not 
affected by the causticity of the lime will stand in mor- 
tar. Natural earth colors will stand well, as will the 
various oxides of iron, but very few of the chemical 
colors are serviceable. 2. Are not all the ochers fast 
colors when so used? A. Yes. 3. The receipt for a 
cement to unite pieces of cloth and leave them fiexible? 
A. Ordinary white lead paint will unite pieces of cloth 
and leave them flexible. 

(8) S. E. H. asks the most inexpensive 
and durable coating for the inside of cast iron water 
tanks for pure clean water. A. The oKiy protection 
for cast iron water tanks, worthy of consideration, is a 
paint made with red oxide of iron, or similar metallic 
pigment, and boiled linseed oil. No other ingredients, 
no turpentine. Clean the tank and scrape off old rust. 
Mix the paint, or oxide and oil, so that it will easily 
spread with a brush. Give the tank one coat and let 
it thoroughly dry for several days, then put on another 
coat and dry several days, when the tank will be ready 
for use and should last many years without showing 
rust. This is the universal practice here. All ships 
tanks are painted in this way. We do not recommend 
tinning or galvanizing. 

(9) H. Y. asks : 1. What is the weight 
of a cubicfoot of illuminatinggas? A, 350 to 300 grains. 

2. What is weight of cubic foot of air? A. 535"7 gram. 

3. How much would a balloon lift made in cylinder 
shape, say 75 feet long by 40 feet in diameter? A. The 
gas alone would have a lifting power of about 3,000 
pounds. But this would be reduced in effective power 
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by the weight of cloth, varnish, net, car, appurtenances, 
etc. 4. What would be the weight of the canvas, etc., 
required to make the same? A. About 600 pounds. 

(10) J. W. asks the kind of acid used by 

jewelers for soldering purposes. A. The jewelers in 
the United States use no acids for soft soldering except 
upon the cheapest class of work, upon which the or- 
dinary tinman^s acid (chloride of zinc and ammonia) is 
used. For fine work, borax is used for hard soldering, 
and Venice turpentine for soft soldering. 

(11) J. S. S. asks (1) whether or not be 

can use type metal for a storage battery. A. Type 
metal 'is not suitable for a storage battery. You may use 
a little antimony alloyed with the lead. 2. What will be 
the cost of a pound of metallic sodium, and about what 
will be the bulk of that amount? A. Sodium is worth $5 
a pound. The pound contains about !J8 cubic inches. 3. 
Whether or not the atmosphere has a chemical symbol. 
If so, what is it? A. The atmosphere is a mixture of 
about four parts of nitrogen (N) with one part of oxygen 
(O). As it is not a chemical compound, it has no symbol. 

(12) C. C. C. asks : Could a speaking 

tube 1 inch pipe be made to work effectually at a dis- 
tance of 8,000 feet with only 1 elbow at each end? A. 
No. About 150 feet is as far as a one inch speaking 
tube will work to advantage. For a distance of 3,000 
feet a 12 or 15 inch pipe would be required. 

(13) 8. C. M. asks (1) for an oil that will 
readily mix with silica, one that will not dry after it 
becomes old. A. Any non-drying oil, such as cotton 
seed, olive, or sweet almond oil. 2. A glue for pasting 
labels on tin. A. Freshly made gum tragacunth paste. 

(14) J. M. C. asks a formula by which 

to prepare that fly paper that makes the victim a pris- 
oner by its adhesiveness. A. In a tin vessel melt to- 
gether one pound of resin and add two fluid drachms 
of linseed oil. While the mixture is warm dip a spatula 
into it and spread what adheres to the blade on fools- 
cap paper. Different samples of resin require varying 
proportions of oil to make it spread properly. 

(15) J. B. S. asks how to can corn and 

peas (a good recipe is wanted). A. See the article on 
" Canned Food " contained in Scientific Ambbican 
Supplement, No. 499. 

(16) T. N. writes : A newly filled boiler 

burst here recently, cause unknown. Will any mixture 
of air and steam form an explosive mixture? A. It 
will not. 

(17) C. S. W., of Texas, says : I send you 

a specimen of a poisonous insect, which please name for 
me. It is principally found on fruit trees, especially 
the fig here, and inflicts a very poisonous wound after 
the manner of the centipede, by stinging with its feet. 
A boy 12 or H years of age stung by one recently sufr 
fered excruciatingly for several hours. He was stung 
on the third flnger of the right hand, and the pains e;^- 
tended up his arm to the shoulder. There was very 
little swelling of the] hand or arm. Two blue spots 
marked the location of the wound. The pain appeared 
to yield eventually to the free application of ammonia. 
A. Prof. C. V. Riley says : I judge, however, from the 
account that the insect is the blood-sucking cone nose 
(Conorhinvs sanguisuga). You will find an intereftting 
account of an experience by Professor Lemmon, of Cali- 
fornia, with this insect, in my annual report for 1884. 
The account is as follows: "The blood-sucking cone 
pose, or big bed bug iConoi'himiS sanguisuga L€C.\ is 
also frequently found in beds, and its bite is very se- 
vere. Professor J. G. Lemmon, of Oakland, Cal., was 
induced, after a botanizing exploration in the mountains 
of Arizona^ to camp with his family in a cave." He 
writes : '* Suddenly Mrs. Lemmon screamed, and a 
large, flat, nimble-footed bug was seen hurrying away 
into a rock crevice. It was pitiful to see the tears roll- 
ing down her cheeks as she swung her arm about, while 
applying ammonia to allay the pain of the wound, 
which immediately reddened and swelled, forming a 
convex surface, one inch or more across. Others were 
also bitten. . , The presence of this insect is not felt 
until the keen beak is inserted. This is very hard, over 
three-sixteenths of an inch long, and can, therefore, be 
inserted through any kind of clothing worn in summer. 
The swellings made soon fester, occasioning great pain 
and itching, and discharging pus for several days." 

(18) J. W. C. asks the best mixture for 

hardening Bessemer steel. A. Bessemer steel should 
be treated in the same manner as iron for caseharden- 
ing. If a very thin surface hardening only is required, 
smear surface with animal charcoal pulverized and wet 
with a solution of cyanide of potassium in soap water 
thick enough to make a paste. Heat to the proper tem- 
perature and harden in solution of cyanide of potassium 
and water (.an ounce to a pail). If a deeper carboniz- 
ing is required, the pieces may be packed in animal 
charcoal in an iron box and given a longer time at a red 
beat, then raise tbe temperature to a cherry red and 
harden in the cyanide water. 

(19) J. E. W.— You can do much for 

yourself by judicious study of books, at the same time 
examining the workingof electrical plants in your^neigh- 
borhood. A course of electrical experiments as de- 
rived from book illustrations and as published in back 
numbers of Scientific American and Scikntipic 
American Supplement would give you a very good 
understanding of the general principles of any branch 
of electrical science that might please your taste. A 
good general book to start with, if you are a novice, is 
Klefitricity and Magnetism, by Thompson, $1.35, and 
Electricity in Theory and Practice, by Fiske, $2.50, 
with many special works on Lighting, Electroplating, 
the Telegraph, Telephone, etc., which you will find in 
our book list.— You cannot mend a broken emery 
wheel,— To prevent hot journals, use a heavy oil or 
mix a little good tallow with the oil by heating. 

(30) R. H. asks (1) a good paint for iron 
boat^s bottom. A. Clean the bottom of the boat and 
let it dry, then paint with boiled linseed oil and an iron 
oxide paint which may be made darker in color with a 
little lampblack or plumbago finely pulverized. 3. 
If a boat draws six inches of water, will a propeller 
drive it? A. Ytjs, 3. If a propeller is half out of water 
and half in water, will it drive a boat 12 feet long? If 
so, how many miles an hour can boat go? A. Yes; 



3 or 4 miles with 12 inch wheel. 4. My boat is 12 feet 
long, 4 feet wide, 2 feet in depth. What size engine 
will drive it 3 to 5 miles an hour* A. About a 1 horse 
power, such as made by the Shipman Engine Company. 
Advertisement in Scientific American. 5. What 
kind of propeller will answer for my boat? It draws 
from 4 to 6 inches of water. A. A 12 inch wheel, set to 
dip below the bottom of the boat 3 or 4 inches. 

(31) F. M. H. asks: What is the value 

of an American shilling as generally understood in 
the United States? If different in different parts 
of the country, please state value in each. A. 
There is no American shilling, and no generally ac- 
cepted value of such coin now in any part of the United 
States, except as relating to the value of the English 
shilling. Up to about 1860, from the depreciated cur- 
rency of colonial times, what was called a New England 
or Yankee shilling, though there was no such, coin, re- 
presented a value of 16^ cents, and this value attached 
to the term in many other States; in New York currency 
the shilling similarly represented 12>i cents, in Pennsyl- 
vania currency 18^ cents, and in Georgia and South 
Carolina 2l| cents. 

(33) J. G., Jr., asks : 1. How much 

pressure to the square inch will ordinary lead pipe % 
inch internal diameter bear? A. % inch lead pipe va- 
ries from 0*635 to 3J^ pounds per foot. The thinnest 
may stand 30 to 30 pounds cold water pressure ; the 
heaviest, 300 to 400 pounds cold water pressure. 2. How 
much will ordinary rubber tubing of the same size? 
A. Ordinary % rubber tubing, 10 to 15 pounds pressure. 
3. How much pressure would it be safe to carry in a 
brass boiler, made of a seamless drawn tube \^ inch 
thick, 6 inches diameter, and 15 inches long, heads ^3 
inch thick, riveted, with an internal flue 2^ inches 
diameter brazed in the heads? A. The 3", head isvery 
thin for a boiler, but if properly put together, the boiler 
should be safe for 30 pounds eteam pressure. 4. Would 
such a boiler when used with a little grate arranged to 
burn soft coal, with a good draught, run an engine \^ 
inches byl^ inches (slide valve)? A. The boiler would 
run the engine, but would do very little work. 

(33) W. D. L. writes : We have a 14 
foot by 3 foot mirror, which, by long continued clean- 
ing by inexperienced hands, has become very much 
scratched ; the scratches are not very deep, but sufficient 
to blur the surface. Would putty powder repolish It, 
and how should it be used ? A. The application of 
fine rouge might brighten your mirror, but experi- 
ence is necessary to do it properly. Apply the ma- 
terial with water and a soft chamois skin, and finally 
use the palm of the hand. 

/ (34) A. S. L. asks what oil should be 
used to protect the interior of a rifle barrel from rust. 
' A. Use vaseline. Do not forget to give the gun bore a 
good wash with hot water flrst, then dry and apply the 
vaseline. 

(35) W. R. writes : I have a Grove bat- 
tery, and iflnd that something is the matter with it in 
regard to amalgamating the zinc. The first time I 
amalgamated the zinc, the mercury stuck very well, 
but the next time I found the mercury would not stick 
at all. On the inside of the zinc, where the porous cell 
fits, the mercury was corroded. A. You probably 
started without having the inside surface of the zihc 
well amalgamated. Clean it off with some sand rubbed 
on with a stick and reamalgamate, using dilute acid 
with the mercury, and rubbing the latter on with a 
strip of tgalvanized iron. 

(26) F. E. F. asks : How many cubic 

inches of gas will 1 gallon (231 cubic inches) of No. 74"* 
gasoline produce? Could you give me a formula to 
work it out ? A. About 70 cubic feet. No reliable 
formula can be given. 

(37) F. S. D. B. writes : In a round 
chimney 335 feet high, 28 feet diameter at the base, and 
14 feet at the apex, how much will be the oscillation of 
the chimney at the apex£ A. The oscillation of a chim- 
ney of your description from unequal heating by the 
sun depends much upon the thiokness of the walls, 
thin walls oscillating more than thick ones. For such a 
chimney properly constructed, 2 to 3 inches would pro- 
bably cover the movement in this latitude. 

(38) R. T, K.asks : Could a small cupola 

be made so as to melt 100 pounds of irbn? What 
should belts dimensions? A. Small cupolas for melt- 
ing 100 to 200 pounds iron have been made for experi- 
mental purposes. They should be 12 inches diameter in- 
side, 4 feet high, having 2 tuyeres with 1 inch nozzles, 
2 inch wind' pipe, and using No. 1 Sturtevaut blower, 
which requires J^ horse power. Place the tuyeres 5 
inches above the hearth for a 100 pound melt. 

(39) W. W. asks the proper size of steam 
pipe and ports for an engine having a cylinder 2 by 3 
inches. A. For high speed engines a good rule is to 
make the steam ports 0*07 of the area of the cylinder. 
Exhaust port double the width of the steam port. For 
your engine, 2 inches by 3 inches, the required area is 
3inchesx0*07=0'21 square foot, or a Uttle over one-fifth 
of a square inch. For small engines the ports should 
be half the diameter of the cylinder in length, or one 
inch by three-sixteenths inch full for your cylinder. 

(30) C. F. H. asks a receipt for mixing 

eo-called copper paint to keep bottom of vessels from 
fouling. A. Buy flue copper bronze and mix it with a 
good wearing body vami»h that is not affected by water, 
and you will have the best kind of a copper paint for 
ship bottoms. 

(31) A. F. L. writes : I have a common 

duck legging that comes to the knee, of 10 ounce duck. 
Now I desire to make this waterproof, and at the 
same time soft and pliable. Please let me know how 
to do it. A. Immerse the leggings in a bath of 4** to 
5** B. of acetate of alumina prepared by dissolving hy- 
drate of alumina in acetic acid. They are allowed to 
remain in the bath for one hour, then pressed dry, and 
to expel the acetic acid from the combination, exposed 
to a temperature of 330^ to 248" Fah. in a steam box. 

(32) W. A. wishes good recipes for mak- 
ing birch beer and ginger ale. A. See article on *' Effer- 
vescing Beverages " In Scientific American Sxjpplb- 
MKNT, No. 270. 



(33) A. M. D. desires a receipt for mak- 
ing and coloring sirup used in making milk shake, soda 
water, etc. A. The ingredients are simply milk, ice, 
and flavoring sirup, which yields the color. 

(34) R. (x. asks what ingredient to use 
in the manufacture of ink for writing machine ribbons, 
so they may resist the action of a damp atmosphere, 
as in wet weather I flnd that the glycerine rises to the 
surface of the ribbons, thereby causing them to smear 
the paper badly. A. Use vaseline in lieu of glycerine. 

(35) J. M. U. asks : Is there a simple 
and harmless process by which rough or ridged flnger 
nails may be made smooth? A. The ridges can almost 
always be rubbed down with moistened pumice stone. 
The nail brush ought not to ridge the nails. 

(36) H. W. P. writes : Will you oblige 
a constant reader with some information as to the pro- 
cess of making crucibles out of lime? A. Cut them out 
of solid lumps of lime and drill out the interior cavity. 

(37) J. W. T. N. asks : Can you state 
what is a fair estimate (with ordinary city pressure) 
for consumption of gas per hour, with Uie various 
sized common burners, and with Argand ditto? Also, 
what candle power they respectively represent? A. 
Allow flve to seven cubic feet per hoar consumption 
for each burner ; and from sixteen candles to twenty or 
more, according to the quality of the gas. 
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equaled facilities for procuring patents everywhere. A 
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For ivhicb Letters Patent of tbe 
United States were Granted 

July 24, 1888, 

AND EACH BEARING THAT DATE. 

rSee note at end of list about copies of these patents.] 



Advertlslnsr novelty, W. DlelMl 386,7T3 

Air, apparatus for moistening and cleaniQK, W. 

Grlesser 386,777 

Air brake, F. Lansbere 386,B40 

Album, F. Relfschnelder 386,607 

Aluminum fluoride, manufacture of. L. Grabau.. . 386,704 
Ammunition boxes, compoblte transom for, H. P. 

Elwell 386.696 

Anvil, J. O'Brien 386,755 

Axle box, L.D. Clark 386,525 

Axle, car, 8. Qlsslnger 386,460 

Bag or satchel frame, W. Roemer 386,789 

Baling crib, C. B. Mitchell 386,649 

Bar. See Qrate or ash pan bar. 

Barometric reservoir, F. Rhlnd 386,657 

Bath. See Photographic bath. 

Batteries, porous cup for electric, B, J. & J. W. 

Wheelock 386,569 

Battery. See Storage battery. 

Bearing, antl-frlctlon, T. F. Fllnn 888,698 

Bedstead, folding, B. T. Smith 386,662 

Bell or alarm, call, V. A. Germain 386,632 

Bench. See Wash bench. 

Bicycle, tandem. T. O'Brien 366.601 

Binder, temporary, W. B. Weeks B86,5I3 

Blast or exhaust apparatus, J. V. Smith 386,502 

Blower and chimney draught controller, com- 
bined, C. M. Currier 386,529 

Bobbin winding machine, J. McCreary 366,644 

Boiler. See Steam boiler. Wash boiler. 

Boiler beating apparatus, burner for steam, W. 

Walton. 386,668 

Boot drier, G. A. Hess 386,746 

Boot or shoe sole, A. Hanvey 886,778 

Boring machine, W. D.Tripp 386,666 

Box. See Axle box. Letter box. Sheet metal 

box. 
Brake. See Air brake. Car brake. Vehicle 

brake. 
Brake mechanism, fluid pressure automatic, G. 

B. Williams 386,614 

Bridge gate, draw, A. L. Pelrce 386,491 

Bucket, mud. J. R. Hall 886,537 

Buggy boot, F. Senleur 386,660 

Burner. See Gas burner. Vapor burner. 

Bustle, K. Hendricks 386.744 

Button, H. B. Robinson 386,559 

Button, W. F. Whiting ... 386,7fti 

Button making machine, C. A. Pfenning 386,493 

Button or stud, W. F. Whiting 386,762,386,764 

Cable grip device. J. T. Hodglns 386.585 

Cables, splicing, J. Collins 386,690 

Camera shutter. Bliss & Mlddleton 386,449 

Can. See Milk can. Oilcan. Refrigerator can. 

Can heading machine, J. Solter 386,760 

Car brake, H. Brockman 386.766 

Oar brake. C. W. Lanpher 386,8)9 

Car brake, W. B. Turner 386,793 

Car coupling, W.H.Grltath 386,582 

Car coupling, G. Strader 386,790 

Car coupling, A. Swltzer. 386,605 

Car door, J. W. Shewmaker 386,611 

Car heater, J. & Q. F. Allen 386,734 

Car, railway, B. Verstraete: 386,612 

Cars around curves of cable railways, apparatus 

for moving, W. A. Phillips 386,664 

Cars, current receiver for electrio railway, J. A. 

Enos 386,681 

Cars, street or station Indicator for, I. H. Miller.. 386,486 

Card grinder, J. Bishop. . . 386,521 

Carrier apron, endless, L. Miller. 386,561 

Carving machine, S. Y. Kittle 386,710 

Case. See Latch case. Nail case. Show case. 

Centrifugal machine, O. C. Roberta 886,788 

Check loop, side, H. Lowe 386,480 

Churn, W. P. Cornelius 386,676 

Chura.O.G. Newton „.... 386,650 



Churn, T. S. Urle 866,616 

Older purllier, J. W. Williams 386.515 

Cigar cutter. Young & Thomas 386,733 

Clamp. See Floor clamp. 

Clamp, Garrison & Reukauff 386,831 

Cleaner. See Flue cleaner. Slate cleaner. 
Clocks by the variations of temperature, device 

forwlndlng, I. L.Roberts 386,6.W 

Coal and grain distributing apparatus, G. H. Ram- 
say 386,6t.') 

Ooffl ifastener, 0. A. Oonklln 38tl,(i91 

Coffin fastener, J. P. Leln 386,641 

Coin assorter and deliverer, T. Carney 386.45;l 

Coloring substances by the reaction of aromatic 
hydrazln sul phonic acids on retenchlnon, pro- 
duction of , W. Kelbe 386,709 

Comb. See Curry comb. 

Commode, earth closet, or similar appliance, C. L. 

Doll 386,578 

Condenser, V. H. Becker 386,447 

Condenser, smoke, B. Roberts 386.498 

Condiment mill. D.C. Ripley 386,722 

Cores, device for moulding, R. A. Regester 386,606 

Cotton openers, etc., evening mechanism for, J. 

C.Potter .386,756 

Couplers, manufacture of , J. H. Simpson ... 386,725 

Coupling. See Car coupling. Pipe or tube coup- 
ling. 

Cuff, apparel, W. Kahler 386,637 

Cultivator, H. M. Godfrey 386,702 

Cultivator, A. J. Olney 386,489 

Cultivator, H. N. Tlmms 386.507 

Cultivator, sulky, J. A. Hazlewood 386.583 

Curcul io catcher, H . Lut ts 386.646 

Curry comb, G. W. Blythe 386,573 

Cutter. See Cigar cutter. Paper cutter. Rotary 
cutter. 

Cutting press, W.G.Bntrekln 388,469 

Dental articulator, J. L. P. I,eman 366,711 

Dentalcabinet, J. W.Penberthy 386,492 

IJental engine, W. A. Knowles 386,476 

Dental mixing dish, J. A. Kimball 386,760 

Desiccating materials, apparatus for. Houseman Jc 

Sprowles 386,781 

Die and dice box, R. F. DeGraln 386.677 

Distillation, vacuum, W. L. Home 386,747 

Drawbars die for forging, J. H. Simpson 886,724 

Draw bars, die for the manufacture of, J. H. 

Simpson 386,786 

Drier. See Boot drier. 
Drill. See Grain drill, 

Drlllgulde, tubular, J.T.Connelly 380,739 

Dynamo and motor, C. B. L. Brown 386,665 

Blectrlc machine, dynamo, W. Frltsche 386,775 

Blectrlc signal or alarm, B. Davis 366,772 

Electrical call system, J. C. McLaughlin 388,597 

Elevator. See Wagon bed elevator. 

Elevator gate, J. H. Preater 386,605 

Elevator safety device, F. Trabue 386,565 

Elevator shafts. Are shutter for, A. G. Page ;«6,490 

Elevator wells, batchways, or otherroof openings, 

safety cover for, B. H. Ashcroft 386,620 

Elevators, automatic stop for, G. P. Hedge 386,743 

Elevators, slack cable stop motion for, L. S. 

^Graves 386,464 

Ellipsograph, Wilson & Foster 386,619 

Engine. See Dental engine. Rotary engine. 

Steam engine. Wind engine. 
Extractor. See Pen extractor. 

Feed water heater, W. 0. Armstrong 386,735 

Fence, iron, O.G. Vanderhoof 386,567 

Fence strip, barbed, C. J.Grellner .388,742 

Fence tightener, wire, G. Tenney 386,666 

Fence web, wire, G. V. S. Rlckards et oi 366,720, 386,721 

Fences, stay for wire, L. W. Connell 388,770 

File, bill, E. L. Matthews (r) 10,948 

File, paper or bill, A. J. Wells 386,673 to 386,675 

Filing receptacle, A. L. Brown 386,461 

Firearm, magazine, H. H. Graham 386,6:16 

Firearm, magazine, S. & K. Krnka 386,633 

Fire klndler, J. H. Sherwood 386,499 

Firemen In burning buildings, device for supply- 
ing air to, 8. L. Loomis 386,751 

Fires, steam system for extinguishing, E. H. Ash- 
croft 386,621 

Fish or game trap, G. H. Kile 38(i,591 

Fishing reel, W. A.Graham 386,7(1.) 

Floor board gauge, F. II. Morse 3Sfi,.^'):^ 

Floor clamp, G. H. Lusk 386,545 

Flue cleaner, J. Newmon .. 386 (XX) 

Folding table, J. T. Bon .366,4.50 

Forge, portable. G. Cummlng 380,771 

Frame. See Bag or satchel frame. 

Fruit gatherer, J. Alexander 386,680 

Fruit holding device, J. J. W. Place 386,604 

Fruit]ar,G.C. lawyer 386,660 

Gauge. See Floor board gauge. 

Garmentstay, B. Moschowitz 386,714 

Gas, apparatus for the manufacture of , V. L, 

Elbert 386,4.58 

Gas burner, J. McHenry 386,465 

Gas burner tip, W. M. Jackson 

Gas generators, apparatus for supplying liquids 

In, A. S. Hlckley 

Gate. See Bridge gate. Elevator gate. 

Gearing, O. O. Kravlk 386.604 

Glass grinding machine, J. J. Christie 386,738 

Glue, apparatus for setting and laying, C. Keller.. 386,590 

Governor, electric. Parsons & Hodult... 386,602 

Grain drill, A. C. McClelland...., 386,484 

Grain meter, automatic, .1. Henry 386,745 

Grateor ash pan bar, 0. Knaggs 386,474 

Gun, magazine, E. G. N. Salenlus 388,6.59 

Guns, safety lock for magazine, C. M. Spencer — 386,614 

Hair tonic, W.T.Wallace 386,617 

Hame, W. T. Stearns 386.616 

Hammer and plane, combined shingling, W. S. 

Robertson 386,608 

Hanger. See Track banger. 

Harrow, Melson & Harper 386,698 

Hat brims, machine for planing the folded edges 

of, R. Elckemeyer 386,457 

Hat sweat band, W.F.Greene 386,631 

Hay rake, wheel, H. W. Kramer 88(i,S9;i 

Hay stacker, M. A. Yeakley 366,518 

Heater. See Car heater. Feed water heater. 

Heater for watering tanks, A. McGowen 386,615 

Heel blanks, manufacture of loaded, F. F. Ray- 
mond, 3d 886.H58 

Hitching strap fastener, S. B. Bander 386,682 

Holder. See Lamp shade holder. Pencil holder. 

Ticket holder. Type line holder. 
Hook, See Meat hook. 
Hoop. See Tub hoop. 

Horse boot, J. H. Fenton 386,630 

Hot air feeder, Clark & King... 388,627 

Indicator. See Station Indicator. 

Induction coil, coin operated, Williams & Roov- 

eES(r) 10,949 

Inductometer, G. Mlot 386,648 

lroner,.neckband, A. T. Hagen 

Jack. See Lifting Jack. 
Jar. See Fruit jar. 
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Joint. See Rail joiDt. 

Key. See Telegraph key. Turn key. 

Knife sharpener, Johnson & Stewart ■.S86.5M 

Knitting machines, latch opener for, L. Jones, Jr. 300,6:16 

I^acinB cord fastener, C. A. Preston 386,496 

haclng, corset, A. a. Mann 386,643 

Lamp. H. B. Shaffer 886,758 

Lamp, B. Tooey 386,608 

Lamp, central draught, F. Rhind .186,658 

Lamp, miner's safety, T. Shaw 386,661 

Lampshade, S. R. Kneeland 386,4T6 

Lamp shade holder, W. B. Brown .S86,0S6 

Ijlmp, signal, A.F. Prahm 386,495 

Lantern, signal, A. H. Mulliken 386,715 

Latch, J. H. &T. D. Morris 386.664 

Latchcase. C. W.Bullard,... 386,522 

Leather crimping machine. J. F. K. O'Connor 386,652 

Leather, machine for the treatment of. H. Thur- 

low. , 386,667 

Lemon squeezer,. A. Edie 386,691 

Letter box, U. t^. Regester 38^.757 

Levers, device for operating a set of, H. D. Ganse 386,776 

IJftingjaCk, B. Koust i<m,iSi 

Lifting jack, A. A. Strom 386.791 

Lime yat agitator, A. A- Myers 386,488 

Lime kiln, B. Solvay 386,665 

Liquors, aging, (V. L. Home 356.748 

Lock. See Nut lock. Seal lock. 

Lock, G, G. Smith 336,501 

IjOck,C. R. Uhlmann 386,511 

Loom, ST. & W.S.Thomas 336,606 

Loomdobby,W. Williamson 386,731 

Loom for cross weaving, C. A. Littlefleld 386.477 

Loom Picker, L. A. Carver .186,688 

Loom shuttle, L. W. FIfleld 386,531 

Looms, lag for patten chains of. K. Oowett 386.47-i 

Lubricator. See Sight feed lubricator. 

Lumbertriminer, M. Garland ;l86,70l 

Malt turning apparatus, Hauser, Sr., & Depew 336,467 

Manholes and catuh basins, cover for, J. J. Bur- 
rows .386,768 

Measuring and registering device, grain, F. II. 

Zhlers .186,696 

Measuring tool, machinist's. H. Uoward 336,46.) 

Meat hook,, I. W. Johnson 386.749 

Medical apparatus, electro, J. S. Muir 386,754 

Metal cutting tools, composition of matter appli- 
cable to, 8. G. Montague 386,763 

Metals from quartz or gangiie, separating, G. 

Sweanor :«6,504 

Metallic wheel, W. P. Bettendorf 386,572 

Meter. See Grain meter. 

Milk can, C. M. Holden .186,640 

Mill. See Condiment mill. 

Motor. See Sewing machine motor. 

Mowing machine, H. Brackett .186.519 

Mowing machine, G. G. Crowley 386,827 

Music stand, folding, J. H. Macke, Jr. (r) 10,947 

Nail case, ^V. Q. Barnes 886,081 

Needle, wax end, J. T. Smith 386,723 

Nippers, cutting, H. S. Brownson 386.78!) 

Nose ring.L. W. Wood .186,517 

Nut lock, J. T. Clark .)86.6a4 

Oil can, W. H.& W.J. Clark 386.689 

Oil can, G. H. Coursen 336,676 

Omelets, device for cooking and turning, M. D. 

Neville 386,699 

Oreconcentrator.F. B.Morse 3&6.5.')2 

Ore separator, A. P. Granger 386,741 

Oven for gasoline stoves, W. Wells 386,676 

Packing, metallic rod, J. Murray 386,786 

Padlock, W. F. Troast 386,510 

Pan. See Vacuum pan. 

Paper cutter, toilet , C. R, W illlamson 386,670 

Paper rolls, stand and cutting knife for, J. M. 

Bolton .186,622 

Paper, toilet or wrapping, S. VVheeler 386,618 

Pea sheller and separator, W. A. Slappey 383.612 

Pen extractor, W- G. Collins 336.465 

Pen, fountain, J. Blair 386,448 

Pencil holder, L. B. Myers 386,787 

Photographic bath, A. Anderson '386,671 

Pipe collar, K. P. Waggoner 386,671 

Pipe or tube coupling, W. Martin 386,547 

Pi pes, apparatus for detecting leaks In soil and 

other. Bailey & Gilllviiry ■380,446 

IMune, bench, J. A. Traut 380.509 

rianter, pumpkin seed, D. McCarty 386,013 

Pcjlie, animal, W. Macy 386.481 

I'less. See Cutting press. 

Propeller, vibrating. I.G.Howell 386.686 

Pulley, friction,. B. W. Rhone 386,719 

Pump, air, F.J. Wills 383.316 

Pump, oscillating. L. J. P. Pontallle ;ffl0.717 

Pump, stomach. II. W. Parsons ii86,ii03 

Pump, well, O. K. Davidson 336,456 

Punch, check, J. C. Lowdon 336,785 

Radiator, W. B. Prall 380,656 

Radlator,.C. H. Robinson 386,558 

Radiators, vent ping for steam, B. P. Waggoner. .' 386,070 

Rail joint, P. Brown 836,452 

Railway grip, cable, G. P. Cater 336,737 

Railway signal circuit breaker. B. B. Ives '386.641 

Railway T-ralls, joint for, Albaugh & Gillespie... . .186,679 

Railway tracks, machine tor laying, M. Smith 380,013 

Railway traction device. D. I). Hardy 386,779 

Railways, compound electro-motor for electric, 

A. J. Jarman 386,643 

Railways, construction of. Wood & Fowler 386,732 

Railways, overhead. wire connection for electric, 

W.H.Knlght 386,784 

Rake. See Hay rake. 

Reamer, J. Jetter 386,708 

Reel. See FIshlngj-eel. 

Refrigerator can, L. J. Cobb 386,769 

Ring. See Nose ring. 

Rod polishing machine, L. Swltzer 386,792 

Roof, J. Haish.., 386,465 

Rotary cutter, M. T. Uarrigan 886,618 

Rotary engine, C. W. Doten ;!80,774 

Rug or mat, J. Davidson 386,628 

Ruler and check cutter, combined desk, H. B. 

Beardon... '386.718 

Sash fastener. W. Yelland, Jr 386,678 

Scale, micrometer, B. Jones 386.589 

Scow, r. A. Lockwood 386,712 

Seal for looks, etc., G. Q. Smith :.. 386.663 

Seal lock, W. F. Beasley .386,683 

Seeder, hand, S. B.-Rittenhouae '386,497 

Separator. See Ore separator. 

Sewing machine, G. A. Annett ."186,445 

Sewing machine, gang, M. Gardner 386,700 

Sewing machine motor, T. W. Hughes 380.782 

Sewing machine, running stitch, S. Haho 386,636 

Sheet metal box, W. H. Atkinson 386,765 

Sheeler. See Pea sheller. 

Show case, A. McNeill ....'886,550 

Sight feed lubricator, K. Lunkenhetmer 386,596 

Sign, advertising card, etc, T. P. Helnemann ' 386,780 

SUnal. See Bleotric signal. 

Singletree, W. S.Harris 886,707 

Slate cleaner, A. G. Bradlsh ;186,574 

Bmeltlnc pyrttes, J. Dixon ..'^8fi,62» 



Spark arrester, F. M. Hudler; 386.470 

Spinning machine, silk, B'. Meyer 386,713 

Spoons or forks, die for thickening blanks for, R. 

Wallace.. 386.6!a 

Soap, apparatus for lettering, B. T. Bvans :186,740 

Sodium bicarbonate, apparatus lor roasting, B. 

Solvay 386.664 

Soldering.machine. can, J. Solter .186,769 

Sower, seed, S. & M. Freeman 386,699 

Square, miter, and try square, combined, J. Mur- 
ray ; '. 386,487 

Squares, attachment for, C. F. Nichols.. 386,661 

Stamp, hand, H. A. Cadd 380,687 

Stamp, hand, H.H. Norringtoii — 386.716 

Stand. See Music stand. 

Station Indicator, F. A. Starr 386,502 

Steam boiler, Clark & King 386,620 

Steam engine, R. H. Mather.... 386.548 

Steam engine, rotary, IjOW & Clark 380,479 

Steam trap. L.Graff...; :....: '. 386,63:i 

Stone sawing machine, W. Flynn 386,532 

Stone sawing machine, T. A. Jackson 386,542 

Stool, coffin or casket, B. G. Caster 386,524 

Storage battery, J. A. Knos .180,530 

Stove, gas. J. Keeling 386.473 

Stove, gas, J.J. H.Schlag 336.609 

Stove, hot blast, J. L. Hunter 386.6:15 

8tove or range, cooking, I. C. Schuyler 386.610 

Stove, vapor, Z. Davis 3S6,69:i 

Suspenders, A. A. Mandell 386,482, 386.483 

Syringing apparatus, T. B. Ogram 380,565 

Table. See Folding table. 

Teeth, filling, W. A. Dartt 386,692 

Telegraph key, Townsend & Auten 380.729 

Tenoning tool. L. K. Parks 380,653 

Tent, J. A. Steele 380,563 

Thills, vehicle. G. A. Hynds .186.587 

Ticket holder, \V. J. Wharton 386,730 

Time recorder, watchman's electric, G. F. Bulen.. 386,767 

Track hanger, L. Terry 386,534 

Trap. See Fish or game trap. Steam trap. 

Triturating machine. G. Qoll 880,703 

Tub hoop, II. M.Lourie 386,4; 

Tube expander, Tebeau & Be Long .186,728 

Tuning hammer, F. W. Hale (r) 10,946 

Turn key. A. T. Matthews 386.6411 

Tuyere, J. Gumming 380,628 

Tuyere.'A. Vansickle .186,669 

Type line holder, Johnson &T.ow 386.783 

Type writer, electrical, J.-F. M cLaughlln 386,640 

Uppers, inachine for goring, C. W. Shlppee 386,500 

Vacuum pan, G. En gel 386,579 

Valve, automatic cock. J. F'. Carpenter 386,523 

Valve, automatic gas, M.C. Brag don 3S6,5'20 

Valve^eontroller, electric, B. Grah ;i86,463 

Valve for filters. A.J. West... 380,677 

Valve for hydraulic presses, L. Miller 386,647 

Valve for water service pipes, automatic, C. Med- 

bury 386,762 

Valve, oval angular, H. A. Goll 386461, 336,462 

Vapor burner, J. P. Goyerts 386,5.14 

Vehicle brake, A. W. Lane 386..'j95 

Vehicle, spring, B. Cliff 386.626 

Vehicle, two-wheeled, Phillips & Staley 336,494 

Vlse,F. B.Farwell :i80,697 

Wagon bed elevator, W., A. HoUiday 386,468 

Wash bench, ironing table, and settee, combined, 

O.S.Jennings 386,471 

Wash bolier.W. M. Coventry 386,626 

Washing machine, B. Herrlngfon 380,539 

Watches, balance escapement for, S. B. Kochen- 

deMer 386,592 

Waterproof garment, ventilated, N. Spiro 386,727 

Wheel. See Metallic wheel. 

Windenglne, A.S. Clark..:.... 386,464 

Windmill, A.B. Bowman 386,684 

Windmill. J. Hanim.. 386,466 

Windmill. D. C. Stover ;«S,803 

Window, W. P. B. Urick 886,668 

Wire fabrics, finishing woven, S. T. & W. S. 

Thdmas .:.... 386,761 

Wire, machine for covering, W. II. Sawyer 886,561 

Wire rod reel discharging mechanism, h\ H. Dan- 
iels::.:;,.; ..;...:.;:. ;....;... :!80.5:10 

Yarns, feed rollersformaklngfancy, T. A. Boyd. 386.683 



''2ICt>perii»eTnctTi0. 



Inside I*a8:e» ench insertion - - - 75 cents a line. 
Bacli I'nffe. encii insertion - - - Sl.UU aline. 

The above are charges per agate line— about eight 
words v*er line. This notice shows the width of the line, 
and Is s-it in agate type. Engravings may head adver- 
tisements at the same rate per agate line, by measure- 
ment, as the letter press. Advertisements must be 
received at publication office as early as Thursday morn- 
ing to appear in next Issue. 



SEBASTIAN,MAY&GO'S 

Improved Screw Cuttisg 

Foot & 
Power 



^LATHES 



Drill Presses, Chucks, Drills, 
Dogs, and machinists' and ama- 
teurs' outfits. Lathes on trial. 
CatalogTiesmailed on application. 
165 W. 3d St., Cincinnati, O. 




THE PHONOGRAPH.— A DETAILED 

description of ttie new ana Improved form of the pho- 
nograph just brought out by Edison. With 8 engray- 
ings. Contained in Sctentipic Amkrican Sttpple- 
MKNT, No. <i32. Price, 10 cents. To be had at this 
office and from* all newsdealers. 



DELAFIELD'S PAT. SAW CLAMP 



With saw for cuttinK metals. Saves all the broken 
hack-saw blades. In use over two years in all parts of 
the country. The new clamps have the edges bevelled 
that hold the saw. By mail, with one blade. 50 cents. 
Extra blades 8K' ^ H", " Star," 7 cents each, 70 cents per 
dozen, by mail. BUdesS" xl", " Stubs," 35 cents each, 
by mail. Discount to dealers. 
N<>UOT(IN lUFG. WORKS, Noroton, Conn. 



22 CENTRAL ST-BOSTON. 



DISEASES OF DYNAMOS— A PAPER 

by s. P. Thompson, D. Sc.. di=cuBsing the maladies to 
which dynamomachines ai e liable, and their treatment, 
cure and prevention. Contained In Scientific Ameiii- 
OAN Supplement. No. 6!i7, Price 10 cents. To be had 
at this office and from all newsdealers. 



COUNTERSINK and DRILL COMBINED. 




ARTESIAN 

Wells, Oil and Gas WeUs, drilled 
by contract to any depth, from 5C 
to 3000 feet. We also manufacture 
and furnish everything required 
to drill and complete same. Port- 
able Horse Power and Mounted 
Steam DriHing Machines for 100 to i 
600 ft. Send 6 cents for illustrated 
catalogue. 

Pierce WellExcavatorCo. 
Aew York. 




The CountersinK following tbe uriii, tne ]0D is finish- 
ed at one operation. Siivingthe adjusting of tools and 
work twice. Made by 
Wiley & lEussell inffr. Co., Urecnlield. Mnss. 



CHEMICAL AND ALLIED INDUS- 

tries.— By Watson Smith. An elaborate report upon 
the objects illustrative of the progress, advance, and 
presenL uosition of the chemical indue tries shown at the 
Manchester Royal Jubilee Exhibition. Contained in 

SCIKNTIFIO AMERICAN StTpPI.KMENT. NOS. 627, 63S, 

629, 630. 63a. Price 10 cents eachor 50 cents for the 
series. To be had at thisoffice and from all newsdealers. 



fHlNlSTS'St/ft^' LATHES l/^% 
^^J'^SENO 13 CENTS ''P/ CHUCKS .^oO^ 
FOft ILLUSTRATED C ftTA L O G U E **/x^_^'^^' ^Ji,^' SCB£WS 

ONTGOMERYtCO 105 FULTON St.nY O^'' calmpius Ere 



ICE HOUSE AND COLD ROOM.— BY R. 
G. Hatfield. With directions for construction. Four 
engravings. Contained in Scientific American Sup- 
I'LEMENT, 59. Price 10 cents. To be had at this office 
and of all newsdealers. 



OIL WELL SUPPLY CO. Ltd. 

91 & 92 ^VAXER STREET, 

Pittsburgh, Hn., 

Maaufacturers of everything needed for 
.A.XV.^rSXSX.A.N' '^^'XlXjXaEI 

for either Gas, Oil, Water, or Mineral 

Tests, Boilers, Engines, Pipe, 

Cordage, Drilling Tools, etc. 

Illustrated catalogue, price 

lists and discount sheets 

on request. 





CASTING METALS UPON OOMBUSTI- 

ble Matei'ials.— A paper by A. B. Outerbridge Jr., de- 
scribing a process of casting iion and other metals upon 
lace, embroideries, fern fronds, and other combustible 
materials. With i illustrations, cnnttiined in Scienti- 
fic American Sitppi.eme.vt, No. 601, Price 10 cents. 
To be had at this office and from all newsdealers. 



SYSTEMS OF DISTRIBUTION OP 

Electricity.— A lecture by Elihu Thomson, delivered in 
the Sibley College course. The series, multiple arc. ser- 
ies multiple and multiple series, accumulator and induc- 
tion systems described, and their advantages and disad- 
vantages discussed. With 18 figures. Contained in 

SCII^INTrFIC AMRItlCAN SUPPLEMENT, No. 603. PriCC 10 

cents. To be had at this office, and from all newsdealers. 

Barnes' Patent Foot Power Machinery, 

Workers of Wood or Metal, 

irithout steam powflr, by uning outfits of these Machinea, 
can bid lower, and save more money from 
theirj obs, than by any other means for doing 
their work. Also for 

Industrial Sckools or Home Training. 

"With them boys can acquire practicaljour- 
Deymen's trades before they "go lor them- 
Belves." Price- List Catalogue Free. 

W. F. & JOHN BARNES CO., 

iTo..I999...Bnl!7 St., SocMord, lU. 




GEOLOGY EXPLAINED IN ITS SIM- 

plest Form.— An interesting object lesson in geology. 
Contained in Scientific Amekican Stjppi,kki<;nt. No. 
630. Price 10 cents. Tobe hadatthisofflce and from 
alTnewsdealers. 



; A PERFECT SEWING MACHINE 

J M O X O R . 

•RUNS BY HYDRANT WATER 
i PRESSURE. 

! r,OS"r -. ONL 'i' S I5.0O ^-O.M- 
^'LETE SEND FORCIRCULAR 

i TUERK WATER METER CO. 

\< SYRACUSE NY 



PROPULSION OP STREET CARS.— 

A paper by A. W.Wright, in which an endeavor is made 
to solve the problem as to the simount of power required 
to stirt a street car and keep it in motion under average 
conditions. Contained in Sctknttfic Ami«:ricAn- sup- 
pi, kment, No. 533. Price 10 cents. To be had at this 
office and from all newsdealers. 




Improved Stone thaDoeliDg Machines, 
ROCK DRILLS, 

Gadders^ Quarry Bai>8j Ping 

and Featlier Drills, ami 

genernl Qnarryins Alachinery. 

Send tor full descriptive catalogue. 

InEersoU Root Drill Co, 

10 PARK PLACE, New York. 
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ATCHMAKER 

SentI for REDCCED PRKIE LIST of, 
Wliiiconib l.nilieH, date of July 1.1888. 
Americao Watch Tool Co., Waltham, Mass. 
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DESIGNS. 

Bridle-front, F. M. Livingston 18,480 

Card, pattern. R C. Lockett 18.481 

Chair back. L. A.Chichester 1S.4T6 

Dress, girl's. O. Shells 18.4&! 

Pen holder barrel, G. H. Shattuck 18.482 

Photographic vignette, J. C. Atkins 18.475 

Purse or bag frame, H. S. Craus 18,477 

Skirt, lady'swalklng, C. Swain 18,484 

Sleeve, E. I.. Jenkins 18,478 

Walls, surface ornamentatio-n of, F. Koskul 18,471) 

TRADE MARKS. 

Crackers, oyster, D. F. Stauffer 15,719 

Cutlery, and 'shears or scissors, table, pocket, and 

toilet. Union Cutlery Company , 15,720 

Diamtinds, genuine or imitation, H. E. Oppen- 

heimer&Co 15,715 

Harvesting machines and parts thereof, Aultman, 

Miller&Company.....:.. 15,705 

Hot air furnaces,'K. Wheeler, Son & Co 15,717 

Inks, T. Davids Company 15,706 

Medicated foods for men and animals, and sirups, 

balsams, and ointments, A. Horlick 15,708 

Medicine composed of iron and sarsaparlUa, tonic, 

Schmidt & Starbird 15,718 

Metal polishing preparation, Savase Bros 15.7*25 

Preparation used as an emmenagogue, N. A. & C. 

G. Lloyd.. l.'iJU 

Razor strops. Union Cutlery Company 15.721 

Remedy for gout and rheumatism, P. Litchfield.... 15,71:} 

Salve or ointment, M. Sulz-Bacher 15,724 

Seed, annatto, A. S. LacelliBS & Co 15,711 

Soap, laundry and toilet, J. S. Kirk & Co 15.709 

Soap, toilet and household, J. S. Kirk & Co 15,710 

Teas, black, Ridgway& Co '. 15,716 

Toilet prepafatiohs and articles, certain named, G. 

F . Lewis . ......'. .".■. 15,712 

Tnilec preparations, certain named, HallA Ruckel 15,707 
Tools and hammers; edge, agricultural, and min- 
ing, A. W. Wills & Son 15,722. ■15,72;t 



PANAMA CA:NAL.— A PAPER BY DR. 

W. Nelson on some of the difficulties to be overcr>me in 
the prosecution of this work. Damming the Chagres 
River. Extent of the earth cutting. Ocean tides. The 
climate. Prevalent diseases. Cost of the camtl in lives. 
Costof the work. Contained in Scientific American 
SUPPLKMKNT. No. tiil3. PHce 10 ccuts. To be had at 
thisofSce andfrum all newsdealers. 



ROCK DRILLSe 

AIR COMPRESSORS & 

I GENERAL MACHINERY roR|J«'^^^ 

MiningTunneling,-'" '' 

RAND DR1LLCo23ParkPlace NEWYORK^ 



A Printed copy of the specifl'cation and drawing of 
any patent in the foregoing list will be furnished from 
this office for 25 cents. In ordering please state the name 
and.numberbf the patent desired, and remitto Munn & 
Co., 361 Broadway, New York. 

Cnnndian Patents may now be obtained by the 
inventors-f or any of the .inventions named in the fore- 
going list, . provided they ate simple, at a cost of $40 
each. If compiicated, the cost will be a little more. For 
full instructions address Munn & Co.» 361 Broadway, 
New York. Oth«v C«s«i«u patonta may aloo be obtained. 



STORAGE BATTERIES FOR ELEC- 

trie Locomotion.— A paper by A. Reckenzaun. offering a 
few facts and figures relating to the present state of the 
subject of the applicaiion of storage batteries to loco- 
motive purposes. Contained in Hcientific American 
Supplement. No. 63.5. Price 10 cents. To be had at 
thisoffice and from all newsdealers. 




PRESS $3. Circular size $8. News- 
' ~ tting 

d'^st 

" - ■ ■^P^^^ 

to factory, KBLSH^Y & CO. 



UiJj 1 paper size $44, 

UUl U U llf or catalogue presses, ty 
f<*"DllO&c., to factory, KBLSH^Y&CO. 
VAILUO Meriden, Conn. 



Type settingeasy, 

printed directions. Send '^ stamps 

cards, 



LEAD SMELTING. -A PULL DESCRIP- 

tion of the Lewis Bartletc process, by William Ramsay ; 
Illustrated with 9 engravings. Contained in Scientific 
AMEuiCAN Supplement, No. 593. Price 10 cents. 
To be had at this office and from aU newsdealers. 



TELESCOPES— THEIR HISTORY 

and the discoveries made with them.— By Prqf. "E. S. 
Holden. An interesting historical paper. diBcussiufe the 
developmentof the telescope from the time of Galileo 
up to the present day. Contained in Scientific Amkri- 
CAN STJPcLEMENT, N'o. C'Jil. PrlcB lO cents. To be 
had at this office and from all newsdealers. 



I The most efficient and ecOnomi- 
1 cal meansof obtaining from one- 
I eighth to fifteenhorsepowerand 
ipward. A motor which does 
he greatest amount of work with 
he use of the smallest stream 
if water, specially adapted for 
unning cheaply and efficiently, 
'rinting Presses, Elevators, 
jhurch Organs, Coffee Millb, 
iewing Machines, Lathes, G^^-- 
al Contrivances, and in fact, 
ny piece of Mechanism. 
^^^__...^^_^^__ ISinKhamton Hydraulic 
Power (_'«., Iy3 State Street, liinghiLmtoii, N. Y. 




RAILS FOR STREET RAII-ROADS.— 

A paper by A. w. Wright, C.E., discussirg the compar- 
ative value of iron and steel as materials forstreet rail- 
road rails. Contained In Scikntifio AMekKAN Scp- 
pm-:ment, no. 4W9, Price 10 cents. To be had at this 
office and from all newsdealers. 
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PHOTOENGRAVINGCo. 



V'ri i*T..\'I/riV «-t\:V.. NEWSPAPER SKETCHES 

53 m^NKIilN M.N.l.MACWNEacftTALOr.uEViORK 



COMPARATIVE VALUE OF STEAM 

and hot water for transmitting heat and power.— An 
elaborate discussion of the subject, by Charles E. Emory. 
Contained in Sciektific Ameuican Supplemi-nt No. 
615. Price ten cents. To be had at this officeand 
from all newsdealers. 





USEFUL BOOKS. 

Manufacturers, Agriculturists, Chemists, Engineers. Me- 
chanics, Builders, men of leisure, and professional 
men, of all classes, need good books in the line of 
their respective callings. Our post office department 
permits the transmission of books through the mailci 
at very small cost. A comprehensive catalogue of 
useful books by different authors, on more than fifty 
different subjects, has recently been published for 
free circulation at the office of this paper. Subjects 
classified with names of author. Persons desiring 
a copy, have only to ask for it, and it will be mailed 
to them. Address, 
nl(J^N ds CO.. 361 Uraadway» New Yarlu 



Hydraulic Elevators 

—AND— 

WATER MOTORS. 

Send for New Catalogue. 

Tuerk Hydraulic Power Co. 

12 Cortlandt St., Ntir Terk, 
39 Dearbofii St.. Clilcaeo. 



HYPNOTISM IN FRANCE. -AN IN- 

teresting review of the present status of this subject, by 
MaxBeesoir. Contained IhScikntific American SriP- 
plemen'i'. No. 61 3. Price 10 cents. To be had at this 
office and from all newsdealers. 



S cientific gook p ataiogue 



UECENTLV PUBLISHED. 

Our new catalogue containing over 100 pages, includ- 
ing works on more than fifty different subjects. Will be 
mailed tree to any address on application. 

niUNN (fc CO., PubUshers Scientific American, 

3(it llroadwnr, Nevv York. 



ELECTRIC LIGHT AND POWER. 

Edco system of Arc and Incandescent Lighting. Di- 
rect or in connection with the Storage Batteries of. the 
Klectrical Accumulator Co. Dynamos. Motors, Lamps, 
Batteries, and General Electrical Supplies. 

TU£ EI.ECTKO ftYKAMlC <U>]|[PANY, 

U»4 Cartttr Straet, Philadelvliift, F«u 
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HENRY CAREY BAIRD 4c CO. 

Industrial Publishers, BookseiierB, and Iraporters* 

SI O Walnut Ht.. Pliiladelphia. Ta.. U. S. A. 

^^Our new and Revised Catalogue of Practical and 
Scientific Books, 80 pages, 8vo, and our other Catalogues 
and Circulars, the whole covering every branch of Sci- 
ence applied to the Arts, sent free and free of postage 
to any one in any part of the world who will furnish his 
address. 



School of Pharmacy. 

CORNELL UNIVERSITY. 

Courses in Practical Pharmacy, Pharmacognosy, 

Materia Medica, Chemistry, Toxicology, Botany, etc. 

A Descriptive circular, giving full information as to 

terms of admission and character of the worlt of the 

school will be sent on application to the Treasurer of 

Corneli UniTei'sity* Ithiica* N. V. 



Paris Universal Exposition 

0¥ 1889. 

Office of the U. >, Commission, 

Miiia Buiiding, 

15 Broad St., and 35 Wall St., NEW YORK. 

All persons, firms, or corporations who desire to make 
exhibits at the above named Exposition are hereby no- 
tified that information and blanlts for applications for 
space will be furnished by the undersigned upon appli- 
cation, to the above address. 

WM. B. FRANKLIN, Com'r General, 
SOMERVILLE D. TUCK, Ass't Com'r General. 



VALUABLE BOOKS. 



REED'S ENGINEERS' HAND-BOOK to the 

Local Marine Board. Examinations for certificates of 
competency as First and Second Class Engineers. By 
W. H. Thorn, Member of the N. E. C. Inst, of Engineers 
and Shipbuilders, with the answers to the Elementary 
Questions. Illustrated by 297 diagrams and 36 large plates. 
Twelfth edition, revised and enlarged,l&88 S4*50 

MIX'HANICS' AND ENGINEERS* POCKET 
BOOK of Tables, Rules, and Formulas pertaining to 
Mechanics, Mathematics, and Physics, including Areas, 
Squares, Cubes, and Hoots, etc.. Logarithms, Hydraulics, 
Hydrodynamics, Steam and the Steam Engine. Naval 
Architecture, Masonry, Steam Vessels, etc.. Limes, Mor- 
tars, Cements, etc. Fifty-second Edition, 109th thous- 
and. ByChas. H, Haswell. 1888 $4.00 

THE MECHANICIAN.-A treatise on the Con- 
struction and Manipulation of Tools, for the use and in- 
struction of Voung Engineers and Scientific Amateurs, 
comprising the arts of Blacltsmithing and 'orglng, the 
Construction and Manufacture of Hand Tools, and 
the various methods of using and grindii:g them, and 
the various details of setting out work incidental to the 
Mechanical Engineers* and Machinists* Art. Illustrated 
byU7 engravings. By Cameron Knight. 1888 $7.25 

^^~ Anu of the above hooks sent by jnaiU freeof postagst at 
the published prices. Remit by draft, check, or postal order. 

^" Oiw complete catalogue of American and I\)reign. 
Practical and Scientific Books, lOO pages, including works on 
more than fifty different subjects will be Tnailed free and 
free of postage to any one on application, 

3VCTJX^I^ eft! C?C>., 

Publisliei's of Scientific Aniericnn* 

3<>1 BItOADWAY, New York. 

MACFIINEUY PALACE OF THE PARIS 

Exhibition of 1889.— Description of the main gallery of 
the machinery Pahice, and ot the 3h25f foot trusses 
which are to be used in its construction, with 2 en- 
gravings. Contained in Scientific Amicuican' Sup- 
pi, bment, No. 594. Price 10 cents. To be had at this 
office and from ail newsdealers. 



^^:^^€qmplete Steam Pof^ 

i^^ONDY SEVEN D(:m:ARS 5f^lf' 

DEMAND THI^PUMP ^'^ l&l 

OF YOUR >.^,-^ OR WRITE 
DEALER.^^-^-'tO US FOR PRICES.: 
^^-^' VanDuzen's Patent < 

^VanDuzen SlTift.^ 

Bii ^-^SOLE MAKERS,-. 



QUARANTINE SYSTEM OF LOUISI- 

ana.— By Joseph Holt, M.D. Description of the methods 
of disinfection practiced. With 4flgures. Contained in 
SciEXTiFic Am ekican Supplement. No. «27. Price 10 
cents. To be had at this ofl&ce and from all newsdealers. 



ABCHITECTnilAL fiii 



Useful, Beautiful, and Cheap. 

To any person about to erect a dwelling house or sta- 
ble, either In the country or city, or any builder wishing 
to examine the latest and best plans for a church, school 
house, club house, or any other public building of high 
or low cost, should procure a complete set of the Archi- 
tects' AND BUILDERS' EDlTIO>f of thft SCIENTIFIC 
AMt^RICAN. 

The information these volumes contain renders the 
work almost Indispensable to the architect and builder, 
and to persons about to build for themselves they will 
find the work suggestive and most useful. They contain 
colored plates of the elevation, plan, and detail draw- 
ings of iilmost every class of building, with specifica- 
tion and approximate cost. 

Four t>ound volumes are now ready and may be ob- 
tained, by mail, direct frrim the publishers or from any 
newsdealer. Price, $2.00 a volume. Stitched In paper 
covers. Subscription price, per annum, $3.50. Address 
and remit to 

MUNN & CO., Publishers, 

361 Broadway, New York. 



The Koch Patent File, for preserving newspapers, Mag- 
azines, and pamnhlets, has been recently improved and 
price reduced. Subscribers to the Scientific Ameki- 
OAN and SciEvTiFic American SuppLEi^irNTcan be 
supplied for the low price of $1.50 by mail, or $1.25 at the 
office of this paper. Heavy bo^rd slides; inscription 
"SCIENTIFIC AMERICAN" in gilt. Necessary for 
every one who wishes to preserve the papeft Address 
MUNN »fc CO., Publishers Scientific Aubrican. 



GUREt.DEAF< 



I by Pick's Pat. titPBom* 

1 CUBRIONKD EaK DkUUS. 

Whi&pen heard diBtlnctly, 

Comfortable, invisible. IllDstrated book & proofB, F R E F Addr«sK 




WEITMYER PATENT FURNACE 

BOILERS OF EVERY DESCRIPTION. 

IDE Antomatic Engines; Traction and Portable Engines 
Hannfaciured by Foundry and Machine Department, 

Harrisbiarg, Pa., T7. S. ^. 



INFLUENCE MACHINES.— A PAPER 

by James Wimshurst, elvlhp a comi>lete iiccount of the 
recent forms of generators of static electricity. With 
13 figures. Contained In Scientific American Sup- 
plement, No. 647. Price 10 cents, To be had at this 
office and from all newsdealers. 



CHARTEB'S GAS ENGINE. 

The Simplest, most Reliable, and 

Economical Oas Engine 

Id existence. 

An impulse at every revolution. 
Perfect steadiness guaranteed 
for Arc or Incandescent Electric 
Lights. 

Independent of graa worlts when 
desired, and inakfs its www 
gaii at a cost of65ceDtHper 
Si feet, or about one cent per 
hour to ench indicated H. I*. 

A Perfectly Safe Motor 
for All Places and Purposen. 

New York Agent, JOHN J. BOCKIE, 47 Dey Street. 
Chicago Agent, H. H. LATHAM, 318 Dearborn Street. 

Williams & Orton Mfg. Co. 

p. O. Box 148. STERLING, ILL,. 




iCPIiEX G.\S UEGUl.ATOIt CO. City, 
I couDtv, and atate rights for aule. On exhibition 
' at 105 Went 41st Street, New York. 



PIaANING and matching MACHINES. 



The \mi Soiler 

Oldest and Best 

FOE 

Steal aM Hot Water 

HEATING. 
Over I3,500 in use. 

Trade Mark.^W' 

New York Central Iron Works, 

Lock Box 40, GENEVA, N 





FIRE-BRICK.— BY R. A. COOK, A.M, 

An interesting description of the mining of fire clay and 
the manufacture of fire brick at Mt. Savt.ge. Maryland 
where Is located one of the largest establish meats in 
the country devoted to this industrv. Contained in 
Scientific Ameuican Sri'PLE.MENT,No. 538. Price 10 
cents. To be hud at this office and from all newsdealers. 

Woodworking Machinery 

FOR 

Chair* Furniture and 

Cabinet I>lillB, 

Pattern makers' use 

etc. 

^Rollstone machine Co., 

48 Water Street, Fitchburg, mass* 




Special Machines for Car Work, and the latest improved 
Wood Working Machinery of all kinds. 



Steam! Steam! 



We buUd Automatic Engines from 2 to 200 H. P., 
equal to anything in market. 

A Large Lot of 2,3, and 4-H. Engines 

with or without boilers, \ow for casb, 

B. W. PAYNE & SONS, 

Box 15, Elmira, N. Y. 



THE AGE OF THE STARS. — BY 

Prof. Janssen. History of the discoveries that have led 
to the introduction of the doctrine of evolution in the 
aciience of astronomy. Contained in Scientific Amer- 
ican StTPPLEMKNT, Nus. 630 and 631. Price 10 cents 
each. l"o be had at this office and from all newsdealers. 



GUILD & GARRISON 

^xioo^Xi'S'sry XV. "S^.y XT. s. .a^ 

Builders of Steam Pumps for Water and every de- 
scription of Liquids or Semi-liquids. Vacuum I'umps 
of the highest efficiency. Filter l"ri " * ' 



Gaw, an d A ci d Id'oYvei'N. 
Boiler Feed i'umps* etc. 



esB Piiiiips* Ai_ , 

Air CoinpresHoi's. 




Tliemostsuccessful Liubricator 

for Loose Pulleys in use. 

VAN DOZEN'S PAl'ENT 

LOOSE PULLEY OILER. 

Highly recommended by those who 
have used them for the past two 
years. Prices very reasonable. Every 
user of machinery should have our 
" Catalogue No- 55;" sent free. 
Van Duzen & Tift, Cincinnati O 



ROCK BREAKERS AND ORE CRUSHERS. 

We manufacture and supply at short notice and lowest rates, Stone and Ore Crushers, con- 
taining the invention described in I^etters Patent issued to Ell W. Blaise, June 15th, 1S5S, to- 
gether with New and Vat>uable Improvements, for which Letters Patent were granted 
May nth and July 20th, ISSO, to Mr. S. L. Marsden. All Crushers supplied by us are con- 
structed under the superintendence of Mr. Mara den. who, for the past twenty years, has been 
connected with the manufacture of Blake Crushers in this country and England. 
FARRI*:!. Ff>UNI>RV nnd AIACHINK CO., I>iaiiuractur<*v8, Ani^onin, Conn. 
C<)PEIiANI) & ItACON, Affents, NEW VUKK and PHILADELPHIA. 




PULLEYS, HANGERS, 
FRICTION CLUTCHES. 



FROCa-RESS I^AOHI>fB WORKS, 



Fat an Electric Bell in your house or shop. 

7oi oai do It ToaneU vith our Complete Ontfit. Ptloe 12 50 

Outfit consists of 1 Electric Bell. 1 Battery, 1 Push Button, 

100 feet Wire, and Staples for Wire. 

C E. TOXTES cSb BZ9.0., 

55 * 51 X,ongu>orth, CINCINNATI, O. 

It is important to us that roT! mention this paper. 



GAS ENGINEERING, RECENT PRO- 

gress in.— By A. Macpherson. Regenerative system of 
retort firing. Improvements in gas puriftcation. Burn- 
ersand regenerative lamps. The Welsbach gas ll^ht, 
Paraffin as arival of coal gas, oil in gas mitking. Prices 
of residual products. Contained In Scientific Amehi- 
CAS Sui'PLi'iMENT, No. 601. Pricc 10 cents. lb be 
had at this ofiice and from all newsdealers. 




The CVSHiriAN Patent 

3 Pinion Geared Scroll Chucks 

^ with their latest improvements 

' are unexcelled. Made in all sizes 

g from 2>^ Inch to 12 Inch diameter, 

and are sold by the trade all over 

the world. 

Manufactured by 

The Cuslimnn Chuck Co.» 

Hai-ttbrd* Conn. 



fiAIAfC How to Stralgbten and Guin all kinds. 
wAfffO Address, A. E. WILBUR, Oneonta, N. Y. 



GOING INTO THE POULTRY BUSI- 

ness.— A paper by P. H. Jacobs, reviewing the commer- 
cial aspects of poultry raising, and giving many useful 
hints upon the subject. Contained in Scientific 
AMBEtiCAN StTPPi.EMENT, No. 596. Price 10 cents. To 
be had at this office and from all newsdealers. 



A" 
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EW CATALOGU 

VALUABLE PAPERS 



E 



Contained in Scientific American Supplement, sent 
free of charge to any address. 

MUNN ifc CO., 361 Brondway, New York. 



2nd 



MACHINERY 



N. r. Mach'y Depot, Bridge Store 16, Frankfort St., N.Y. 



AMMONIA SULPHATE.— A PAPER 

by Watson Smith. F.C.S., describing Gruneberg's appara- 
tus and process for makingsulphateof ammonia. With 
3 figures. Contained in Scientific American Sttp- 
pLEMknt, No. 566. Price 10 cents. To be had at this 
office and from all newsdealers. 



INVENTORS and others desirinrfnew articles manufac- 
tured and introduced, address P, O. Box 86, Cleveland, O. 




Automatic'otEng 

Horizontal andVertic 



o^tngines 



:ical. 
Specially adapted for Electric 
Lig:hring. Yacht and Hoif^t- 
ing Engines. Turbine water 
wheels. Constructors of Special 
Machinery of any description. 
YORK MANUF'G CO., YORK. PA., U.S.A. 



FIFTY YEARS' PROGRESS IN TELE- 
graphy.— ByW. H. Preece. F.R.S. An interesting his- 
tt)rica! paper, improvements in apparatus. Tele- 
phones, Pneumatic telegraphs, Cables, Railway tele- 
graps. Capital invested in telegraphs. Contained in Bci- 
ENTiffio American Supplkmknt, No. 607. Price 10 
cents. To be had at this ofBce. and from all newsdealers. 



ENS^ELAER l'OLYTEf!HNIC INSTI- 
.«. ^TUTE. Troy, N. Y. The oldest School of EngU 
neering in the tJnited States. Next term begins Sept. 12. 
The Register for 1888 contains list of graduates for 62 
years, with their poHitions; also course of study, re- 
quirements for admission, expenses, etc. Candidates 
living at a distance may be examined at their homes. 
Address DAVID M. aRBlCNE, Director. 



ERIE ENGINE WORKS. "mJ 



TRAMWAY, FLEXIBLE GIRDER.— DE- 

scription of an improved system of constructing a modi- 
fication of the well known and extensively used rope or 
wire tramway. With 21 figures. Contained in Scienti- 
fic American Supplement, No. 595. Price 10 cents. 
To b e had at this oflBce and from all newsdealers. 



T 



HE PENNA. DIAMOND DRILL & MFG. CO. 

niUDSKOKO, PA., Builders of High Class 
Steam Engines. Diamond Drilling and General 
Machinery. Flour Mill Rolls Ground and Grooved. 



NAVAL ARCHITECTURE.— AN IN- 

teresling review, by Mr. R. Duncan, of the progress 
that has been made in this branch of science during 
the last fltty years. Contained in Scientific Ameri- 
can Supplement, -No. 589. Price 10 cents. To be 
had at this office and from ail newsdealers. 



$10.00 to $50.00 Esvf: 

ness. Magic l^anternH and Tiewi* of popular sub- 
jects. Catalogues on application. Part 1 Optical. 2 
Mathematical. 3 Meteorological, 4 Magic Lanterns, etc. 
L. MA N AS8E, 88 MtLcirsoii Street, Cliicaso, 111. 



HISTORY OF THE ELECTRICAL ART 
in the U. S. Patent Office.— By C. J. Klntner. An inter- 
esting history of the growth of electrical science, in this 
country, and notices of some of the more important 
models in possession of the Patent Office. Contained In 
scientific Amkhican Supplkment No. 544. Price 10 
cents. To be had at this office and from all newsdealers. 



WEncycIo- HH Diamond H Book free, Hj 
pedia of Tj Drills and I 25c. for T 
700 Engrav ^ Lightning I mailing it. I 
ing.s of I .Hydraulic I .American I _ 
WELL^ WELL IJ Well Works, JJ 
TOOLS, ^H Machines.lH iarorft, 111, ^M 



IRRIGATING. MACHINERY ON THE 

Pacific Coast.— By John Richards. An elaborate dis- 
cussion of the modifications that have had to be made 
in Irrigating machinery to meet the requirements of 
local conditions in California. Contained in Scien- 
tific AMERICAN Sni'PI.i'iMENT Nos. fi24 and ti'iH, 
Price 10 cents each. To bebad atthis office and from 
all newsdealers. 



BARREL 



MACHINERY. 
E. & R. HOI.niKS, 

Buffalo, n. y. 



ICE & REFRIQERATINQ 



Machines. York Pa- 
tent. YOUK MF<;, 
CU.« York. 4>a. 



Mayor's Office, City Hall, 

Brooklyn, N. Y., July 30th. 1888. 

The undersigned invite Architects and others to sub- 
mit designs for a Soldiers' and Sailors' Monument to be 
erected m tlie City of Brooklyn. Tiie design considered 
most meritorious, if accepted and retained, shall receive 
a prize of One Thousand Dollars. The design consid- 
ered next most meritorious, if accepted and retained, 
shall receive a prize.of Five Hundred DnUars. All de- 
signs not thus accepted and retained will be returned 
to those submitting them. The Commission reserve the 
right to reject all designs All necessary Information 
may be obtained at the Mayor's office. All designs must 
be submitted and filed In the office of the Mayor of the 
City of Brooklyn on or before September 1, 1888. 

ALFRED C. CHAPIN, Mayor. 

THOMAS B. RUT AN, Chainnanof the Memorial Com- 
mittee of th e Grand Av-my of the Republic, of Brooklyn. 

JOHN MC(;ARTy, President of the Board of Aldermen. 
Attest, Damel B. Phillips. Secretary. 

CoiUBoilerti l"oi* the United Stntes ^nvy.~ 
NAVY" Department, Washington, D. C, August 2, 
1888.— The Navy Department, having in view the possi- 
ble decrease in weight of machinery in vessels of war by 
the use of tubulous. sectional, or coil-boilers, has deter- 
mined to adopt such boilers, if suitable can be found, for 
a portion of the steam-power of one or more, of the ves- 
sels about to be built. To this end, manufa cturers who 
wish to offer such boilers for use by the Department are 
hereby invited to furnish plans of the same adapted to 
an armored coast-defense vessel, on or before Septem- 
ber 15. 1888. Plans must be accompanied by certificates 
that boilers of the same make are or have been in suc- 
cessful use at sen or on shore. Plans phowing the space 
in the vessel available for boilers, particulars of the 
Quty required, and other informtition, maybe ©bttiined 
upon application to the Hureau of Steam Engineering. 
The boiler which appears to rhe Department, after in- 
vestigation, to be the ijcst for the purpose, taking into 
account the evaporative efficiency, the dryness of the 
steam, the weight of the boiler, the weight of the water 
contained, the accessibility for repairs, the ease of mak- 
ing repairs, the simplicity and Interchangeability of the 
parts, the space occupied, the ease of firing and of reg- 
ulating the feed, the suitability foi- working in battery, 
the capability of long-continued steaming without 
cleaning, and the duraoility, will be adopted in the 
coast-defense vessel above mentioned, provided that 
the price, which must be stated when the plans are sub- 
mitted, is satisfactory to the Navy Department Such 
boilers as appear to possess merit will be tested by the 
Navy Department, if the manufacturers so desire, to 
determine which is the more suitiibie for the purpose. 
Manufacturers who wish their boilers to be tested must 
f urnisii a boiler of the type t)f one of those proposed for 
the vessel and prepare it for test, either at their own 
works or at such place as may be arranged with the De- 
partment. The expense of the test of the accepted 
boiler wlli be borne by the Nhvv Department. and the 
cost of tlie fuel used in the test of tlie second best will 
also be borne by the Navy Department. All other tests 
must be at the expense of the parties offering boilers for 
competition, 

WILLIAM C. WHITNEY, Secretary of the Navy. 

Dropnsals for MnterjnU and ArricleN Re- 
' quired for use in ihi' Constriieiion of the 
U.S. Armored Cruiser " lYIiiine."— Navy De- 
PAitTMENT, Washington, July 10, 1888.— Sealed pro- 
posals will be received at this Department until 12 
o'clock noon, on Friday, the 10th day of August, 1888, 
for furnishing the materials required, under the Bureau 
of Construction and Repair, for use In the construction 
of said cruiser, at the Navy Yard. Brooklyn. N. Y. 
Printed schedules of the materials and articles required, 
arranged in classes and particularly described, blank 
forms on whlcii proposals must be made, and all other 
information essential to bidders, ciin be obtained by 
regular dealers In, or manufiicturers of. the articles re- 
quired, on application to the Commandant of said Navy 
Yard. Proposals may be made for one or more of the 
classes as designated in the schedule, but no bid for a 
portion of any class will be considered. Proposals must 
be made in duplicate and enclosed in envelopes marked 
*• Proposals for Materials for the 'Maine,' '* and ad- 
dressed to the Secretary of the Navy, Navy Department, 
"Washington, D. C. 'I'he Secretary of the Navy reserves 
the right to reject any or all bids, as, in his judgment, 
the interests of the service may require. 

D. B. HARMONY. Acting Secretary of the Navy. 

TAKE TUG fo mm^mmmmm m^ ketweek 

C h ieago and3HT|||^|||,lB»||HhJHB{ Louisville, In- 
dianapolis, Cin.lMulUllUiMll'l»H'JB[c inn ati, and all 
winter tiiti^es : iSBS?^Sgg ^^^^^^^^ ^°^ 
E. O. MclJormick, (Jeu. Pass. Affentf ChicaffOi 

TO BUSINESS MEN. 

The value of the Scientific Amehican as an adver- 
tising medium cannot be overestimated. Its circulation 
is many times greater than that of any similar journal 
now published. It goes into all the States and Territo- 
ries, and is read in all the principal libraries and reading 
rooms of the world. A business man wants something 
more than to see his advertisement in a printed news- 
paper. He wants circulation. This he has when he 
advertises in the Scientific American. And do not 
let the advertising agent intluence you to substitute 
some other paper tor the SCIENTIFIC amehican. when 
selecting a list of publication» in wmcn you ueciae it is 
for your interest to advertise. This is frequently done, 
for the reason tnat tne agent gets a larger commission 
from the papers haviUK a small circulation than ia allow- 
ed on the Scientific American. 

i'or rates sea top of first column of this page, or ad- 

aiVM^ <& CO., PubliBhers, 

3<>1 BroadvraT* New York. 

.^SSICiyiEE'S SALE. 

Smith, Beggs k Ranken Machine €0. Property. 

Embracing nearly an Entire lllock of City Real Es-i 
rate, describedas follows: The whole Main Street 
front of City Block No, 'i9<>, being 210 feet on west 

side of said street, with a frontage of 1 (jO feet on 
east side nf Second Street, 300 feet uii south 
side of Moni'oe Sti-eet (entire block front), by 150 
feet on north wide of Clinton street, being Lota 
Nop. 31,35, 36, (2, and (j3 of said block. Also ail the im- 
provements, machinery, fixtures, tools, and patterns on 
the above described premises. This property (being one 
of the largest and most complete estabhshments of the 
kind in the Western Country) will be sold by the under- 
signed, by order of the Court, at auction, on the prem- 
ises, to the highest bidder, for cash, subject to a mort- 
gage of about $60,000, on Tuesday , the 2l8tday of August; 
1888, between the hours of 12 o'clock noon and 2 o'clock 
P. M. of said day. WM. H. THOMSON, Assignee, 

At Boatmen's Saving Bank. 
St. Louis. Mo., July 9, 1888. 

E^Oir SAI>E.— Twenty patents, chiefly relating to the 
manufactureof ironandsttel. Royalty un one of them 
now amounts to over $6,000 per day. Principals only dealt 
with. Address Executrix, Box 132, Orillia, Ont., Can. 

FOR SA IjK— Canadian and Enelish patents on hand 
or powerwashingmachine. W. T. Venable.Christians- 
bureh, Ky. 

Jhe S cientific ^ merican 

"publications for 1888. 

o 

The prices of the different publications in the United 
States, Canada, and Mexico are as follows : 

RATES BY MAIL. 
The Scientitic American (weekly), one year . $a.00 
The Scientitic American Supplement (weekly), one 

year 5.00 

The Scientific American, Export Edition (monthly) 

one year 5.OU 

The Scientitic American, Architects and Builders 
Edition (monthly), one year. . . . . „ 2.50 
COMBINED RATES. 
The Scientific American and Supviement, . , |T.OO 
The Scientific American and Architects and Build- 
ers Edition 6.00 

The Scientific American, Supplement, and Archi- 
tects and Builders Edition 9.OO 

Proportionate Bates for Six Months, 

This includes postage, which we pay. Remit by posta 
or express money order, or draft to order of 

MCNN »fc CO., 3«1 Broadway, New York. 

_: E LIXI R Gnwa ?iiil BtKrd. UaotUche knd Hair in 20 
2 dij.. lU^ Womw. Oirl o. BoT. AnTbodjfS »d»7. 
"5 W.B^.IBaiu OUTFIT FREBror'iSc.lQiUiunM 

h »i -i-i-. SnUh Jtwib C».tratettM,lfiito 
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'^}{bvevixstemenit^* 



Inside Paue, each inserrioa ^ - - 75 cents a line. 
Back i'atre* encli iiiiseriion - - - SI.OU a line. 

The above are charges per agate line— about eight 
words per line. This notice shows the width of the line, 
and is set in agate type. Engravings may head adver- 
tisements at the same rate per agate line, by measure- 
ment, as the letter press. Advertisements must be 
received at publication office as early as Thursday morn- 
ing to appear in next issue. 



Beware of Fraud, as my name and the price are 

stamped on the bottom of all my advertised shoes 
before leaving the factory, which protect the wearers 
against high prices and inferior goods. If a dealer 
oners W. Ij. Douelas shoes at a reduced price, or 
says he has thetu without mv name and price stamped 
on the bottom, put him down as a fraud 




W.L.DOUQLAS 
$3 SHOE. 



FOR 

GENTLEMEN. 



The only fine calf $3 SeamlesB Shoe in the world 
made without taclcs or nails. As stylish and dura- 
ble as those costing $5 or $6, and having no tacks or nails 
to wear the stocking or hurt the feet, makes them as 
comfortable and well-fltting as a hand sewed shoe. Buy 
the best. None genuine unless stamped on bottom 
" W. L. Douglas 13 Shoe, warranted." 

W. Ji. DOUULAS $4 »^UOE, the original and 
only hand sewed welt |4 shoe, which equals custom- 
made shoes costing from 16 to $9. 

W. L*. DOUULAS S-^.50 »HOE is unexcelled 
for heavy wear. 

W. Ii. DUUUI>AS $'i SHOE is worn by all Boys, 
and is the best school shoe in the world. 

All the above goods are made in Congress, Button, and 
Lace, and if not sold by your dealer, write 

W. Ii. DOTGIiAS, Brockton, Maaa. 



TO INVENTORS 

AND MANUFACTURERS 



The 57th Annual Exhibition 

OF THE 

American Institute of the City of New York 

Will Open OCTOBER 3, 1SS». 
Intending Exhibitors must make early application to 
secure proper space and clasitlcation. Forblanksand 
information, address CienernI Superintendent, 

American Institute, New York City. 



Screw Plates. 



Adjustable Die, 





Send for 

CATALOGUE 

F. K. F. 



WELLS BROS. & CO., <"'^m%^4!'-°' 

MASUFACTUREHS OP • 
Berew Cutting Machinery and Tools for JUaehiiilsts*, 
Carriatce Makers*, and Blacksmiths* Use. 




NICKEL ANODES, 
NICKEL SALTS, 

ROUGES, 
COMPOSITION, 

BUFFING WHEELS, 
ELECTRO & NICKEL 
PLATINC OUTFITS, 




New Gas Engine 

"The Baldwin" 

Exhibited at the late American Institute Fair, New York, 
A four horse-power engine in connection with storage bat- 
tery, running 84 incandescent electric lights (and without 
battery, 32 lights), giving a perfect light, with all the steadi- 
ness'that can be obtained from the high-speed steam engines 
in common use for electrielighting, and permitting any num- 
ber of lights to be shut off or turned on without affecting the 
remaining lights in the aliglitest degree. A marvel of beauty, 
perfection, and power, adapted to lighting, pumping, and all 
purposes where a safe and cheap power is required. Manu- 
factured and guaranteed by 

Elevators and Hoisting machinery, 

38 PARK ROW, NEW YORK. 



THE COPYING PAD.— HOW TO MAKE 

and how to use ; with an engraving. Practical dirBCtiona 
how to prepare the gelatine pad, and also the aniiine ink 
by which the copies are made; how to apply the written 
letter to the pad; how to takeoff copies of the letter. 
Contained in Scientific American. Supplement, No. 
438. Trice 10 cents. For sale at this offlce and by all 
newsdealers in all parts of the country. 




KEUFFEL Sc ESSER, NewTork. 

INDELIBLE DRAWING INKS. 

Black, Brown, Bine, Qreea, Scarlet, CarmiBe, 7ellow. 

The best ever produced. Have our Patent 
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